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This thesis proposes a new modular multilevel converter with embedded cell balancing 
for battery electric vehicles. In this topology, the battery cells are directly connected to 
the half-bridge choppers of the sub-modules, allowing the highest flexibility for the 
discharge and recharge of each individual cell. The traditional battery management 
system is replaced by the control of the converter, which individually balances all the 
cells. A new balancing algorithm is presented and discussed in the thesis, showing that 
the converter generates symmetric three-phase voltages with low harmonic distortion 
even for significantly unbalanced cells. The thesis also analyses stationary recharge of the 
battery cells from both three-phase and single-phase ac sources. 
The performance of the converter as a traction drive is assessed in terms of torque-
speed characteristic and power losses for the full frequency range, including field 
weakening. A simplified model for estimating conduction and switching losses for the 
proposed modular multilevel converter is presented and the results for a typical driving 
cycle are compared with a traditional two-level converter. Simulation and experimental 
results on a kW-size prototype have confirmed the feasibility of the proposed traction 
modular converter in terms of effectiveness of the cell balancing control, validity of the 
proposed loss model, suitability of use for traction and effectiveness of recharging 
operations. 
Index Terms--Battery electric vehicles, modular multilevel converters, state of charge 
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Chapter 1  
Introduction 
 
In September 2009, both the European Union and G8 leaders agreed to cut CO2 emissions 
by 80% by 2050 to keep global warming below the safe level of 2°C. But 80% reduction of 
carbon footprint by 2050 may require 95% curtailment of emissions from the road transport 
sector. With the number of passenger cars set to rise to 273 million in Europe by 2050, 
decarbonising road transport may not be achievable only by means of improvements to 
traditional internal combustion engines or introduction of alternative fuels. It is therefore vital 
to bring to market new technologies that will ensure long-term sustainability of mobility in 
Europe and all over the world. Electrical vehicles (EVs) are attractive alternatives to 
conventional petrol and diesel internal combustion engine counterparts because they produce 
zero emissions at the exhaust pipe. However, they are limited by the short range due to the 
limited amount of energy stored in the electrochemical batteries. The diffusion of EVs could 
be significantly improved with a better use of the available energy, and this could be achieved 
making the power conversion system more and more light, compact, flexible and reliable. This 
work tackles this problem by introducing a new converter topology that enables a better 
exploitation of battery cells and improve the efficiency of the power conversion system [1]. 
1.1 Problem statement 
At present, the standard power conversion system of a battery powered EV is constituted by 
a battery pack feeding a conventional two-level inverter [2], [3]. The battery pack is formed by 
2 
 
a large number of low voltage electrochemical cells connected in series to meet the voltage 
requirement of the inverter dc-link. This solution is simple and consolidated in power 
electronics applications, but presents many drawbacks. The series connection implies that the 
current is always the same for all battery cells and, hence, voltage imbalance between the cells 
appears when the battery is charged or discharged several times, because of the differences in 
leakage currents and chemical characteristics; this results in a progressive damage of battery 
cells and reduction of their service life time [4]. For this reason, battery management systems 
(BMSs) are normally added to the battery pack to balance the battery cells [4]. However, BMSs 
consume energy from the batteries and this reduces the conversion efficiency and the vehicle 
range. Moreover, the recharge of the battery pack requires an additional built-in charger and 
the harmonic content of the inverter output waveforms is not low enough to avoid the need for 
filters. Additionally, if there is a fault in one of the semiconductor devices, the functionality of 
the inverter is compromised and the vehicle must stop for maintenance. As a result, the 
unbalancing due to series connection of several batteries, the high stress of semiconductor 
devices and the reduced converter’s reliability are all factors that limit the attraction of 
customers to EV and, consequently, their penetration into the market. 
Multilevel inverters have the potential to improve the performance of the traction systems 
of EVs as well as their conversion efficiency. Multilevel converters generate ac waveforms 
from small voltage steps by either using isolated dc sources or dividing the voltage across the 
dc link. The small voltage steps yield waveforms with low harmonic distortion as well as low 
voltage gradients [5], [6]. The advantages of multilevel converters compared to conventional 
two-level converters have been well-known for many years. For EVs, cascaded H-bridges 
(CHBs) multilevel inverters can be used to drive the traction motor from several battery packs, 
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allowing continuous operations even with the failure of one level of the structure [7]. 
Nevertheless, problems attributed to the battery pack include variations between cells and 
exposure to different charge and discharge rates, leading to unequal states of charge (SOC) of 
batteries within the pack. Over extended cycling, this can cause premature failure of the pack 
due to the over- or undercharging of individual cells. 
A significant improvement to present topologies of multilevel converters could be the 
modular multilevel converter (MMC) with embedded battery cells, which is proposed by this 
PhD project. MMCs can be successfully used as traction converters of BEVs due to the 
modularity of the design, flexibility of the energy management, fault-tolerance capabilities, 
low total harmonic distortion (THD) of the output waveforms, four-quadrant operations, and 
low switching frequencies of the devices, which results in reduced switching losses [5], [6]. 
The proposed MMC has several functions: driving the traction motor and balance the SOC of 
battery cells both for the discharge and recharge either from dc or ac power sources, single-
phase or three-phase.   
1.2 Research objectives 
This research endeavours to study, design and test a new converter concept with embedded 
electrochemical cells that achieves very low cell unbalancing without the need for the 
traditional BMSs and produces a negligible harmonic content of the output currents. 
The objectives of the thesis are as follows: 
 Design a new MMC with embedded battery cells which can be successfully 




 Demonstrate the operating principle and design the control of the proposed 
MMC with a detailed mathematical model; 
 Design a cell SOC balancing that operates simultaneously with the traction 
control 
 Define the most suitable modulation technique for the proposed converter 
 Confirm that the proposed power converter can be used as a traction drive for 
EVs using numerical simulations on a model of a commercially available city car 
 Undertake a thorough analysis of the converter power losses for different 
operating condition of the EVs. 
 Enable stationary recharge from a three-phase source at unity power factor. 
 Verify experimentally the proposed MMC on a small scale laboratory prototype 
1.3 Publications 
Part of the work presented in this thesis has been published in peer-reviewed international 
journal and proceedings of international conferences:  
 M. Quraan, T. Yeo, and P. Tricoli, “Design and control of modular multilevel 
converters for battery electric vehicles”, IEEE Trans. Power Electron., vol. 31, no. 1, 
pp. 507-515, Jan. 2016. 
 M. Quraan, P. Tricoli, D’Arco, and L. Piegari “Efficiency assessment of 
modular multilevel converter for battery electric vehicles”, IEEE Trans. Power 
Electron., accepted for publication, DOI: 10.1109/ TPEL.2016.2557579. 
 S. D’Arco, L. Piegari, M. S. Quraan, and P. Tricoli, "Battery charging for 
electric vehicles with modular multilevel traction drives," in Proc. 7th IET Int. Conf. 
on Power Electron., Mach. and Drives (PEMD 2014), pp.1,6, 8-10 April 2014. 
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 M. S. Quraan, and P. Tricoli, "Low frequency operation of modular multilevel 
converter with embedded battery cells for traction drives," accepted for publication, 
23rd Int. Symposium on Power Electronics, Electrical Drives, Automation and Motion. 
1.4 Organization of the thesis 
Other than the introduction, the thesis includes eight more chapters:  
 Chapter 2 presents a review and comparisons between different battery 
management systems for battery cells. The chapter also presents a review and 
comparisons between traction drive converter topologies. 
 Chapter 3 introduces the structure and the operation principle of the proposed 
MMC and includes the mathematical model to design the control of the converter. 
 Chapter 4 describes the control of the converter in terms of circulating current 
control, motor vector control, SOC balancing control, and grid power control. 
 Chapter 5 undertakes a thorough analysis of the converter efficiency for 
different operating conditions of the EV. The chapter also compares the efficiency of 
the MMC with a traditional two-level converter. 
 Chapter 6 presents simulation results based on Matlab/Simulink to demonstrate 
the main features of cell balancing and the converter performance considering different 
load types. The Simulation results for the recharge control algorithm are also included 
in the chapter.   
 Chapter 7 presents the design of the laboratory prototype of the proposed 
converter including the design of the converter auxiliary circuitry. 
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 Chapter 8 presents experimental results on kW-size driving an induction motor. 
The experimental results for the recharge control algorithm are also presented in the 
chapter. 



















Chapter 2  
Review of BMSs for Battery 
Cells and Traction Drives 
 
This chapter reviews the BMSs for battery cells and converter topologies available in the 
technical literature. The comparison among the BMSs has been carried out according to the 
complexity of the circuit design, balancing speed, voltage/current stress across the devices, 
balancing system efficiency, size and cost. The comparison between traction drive topologies 
has been carried out in terms of the complexity of the converter design and control system, 
harmonic content of output voltages and currents, blocking voltage of each semiconductor 
switch, switching losses, and fault tolerant capabilities.  
2.1 Battery Management Systems 
Series connection of battery cells are widely used to reach the voltage required by the dc-
link of battery EV traction inverter [8]. However, voltage imbalance between the cells appears 
when the battery is charged or discharged several times, because of the differences in leakage 
currents, temperatures, internal impedances, charge storage volumes and chemical 
characteristics of the cells themselves. The voltage imbalance results in progressive damage of 
battery cells and reduction of their service life time [9]. In order to avoid this, BMSs are 
normally added to the battery pack [10]. One of the most important parameter that is required 
by the BMS is the SOC of the cells, which is a good indicator of the current state of the battery. 
A tight equalisation of the SOC across the cells minimises the damage to the cells [11]. There 
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are two categories of charge equalising techniques used in BMS: passive BMSs and active 
BMSs. Passive BMSs use external passive resistors to dissipate the excess energy from the 
cells at higher SOC until their SOCs match those of at lower SOC. The resistors used in passive 
BMS can be either fixed in value [12], [13] or switched [12], [14]-[18], [19]-[21]. Active BMSs 
transfer the excess energy from the cells at higher SOC to the cells at lower SOC. Active BMSs 
topologies use different active elements as a buffer to transfer the energy between the cells, i.e. 
capacitors, inductors or transformers, as well as different controlled switches or converters 
[12], [14]-[18] and [21]-[46]. 
Passive BMSs are cheap and simple to implement with a reduced number of extra 
components. However, the equalisation rate is slow and the efficiency is low, because all the 
excess energy is dissipated across the balancing resistors. On the other hand, active BMSs 
provide a faster balancing rate and a higher efficiency, although they have higher complexity 
and cost [47]. The next sections provide a review of the different proposed passive and active 
BMSs [12]-[46], including their operating principle and the advantages and disadvantages of 
each method.  
2.1.1 Passive BMSs  
Passive BMSs dissipate the excess energy from the cells at higher voltage by using bypass 
shunting resistors connected in parallel to each battery cell. They are divided into fixed shunt 
resistor (FSR) and switched shunt resistor (SSR) method. The two methods can be used for 
low power applications with balancing current smaller than 10mA/Ah as recommended in [17] 
to limit the energy dissipated across the shunt resistors. The main disadvantage of passive 
BMSs is that the excess energy is converted into heat, thus a thermal management system 
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(TMS) is normally required. Another drawback is that when passive BMSs are applied during 
the discharge, the battery discharge time is reduced compared to active methods [17]. 
2.1.1.1 Fixed shunt resistors 
In this method, N shunt resistors are connected across each cell of the battery system as 
shown in Fig. 2.1. The current drawn by each shunt resistor is linearly proportional to the cell 
voltage. As the cell voltage increases, more current is drawn by the resistor. This tends to 
decrease the voltage differences between the different cells, since the cells at higher voltage 
are discharged more by the shunt resistors. The FSR method can be only used for lead-acid and 
nickel-metal hydride batteries, because they can operate with over voltages without cell 
damage.  
Implementation of the FSR method is simple and cheap. However, the current drawn by each 
shunt resistor is not regulated. Therefore, the balancing time is not controllable and the cell 
voltages are not fully regulated [12], [13], [17]. 
Fig. 2.1: The circuit diagram of the FSR method. 
2.1.1.2 Switched shunt resistors  
In this method, the excess energy is dissipated from the cells at a higher voltage in a 
controlled way using switches, as shown in Fig. 2.2, in order to regulate the current drawn by 
each shunt resistor. Thus, this technique prevents the overcharge of fully charged cells while 
other cells at a lower voltage are still recharged. In a similar way, the cells at a lower voltage 
are not connected to the shunting resistor during the discharge. 
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This method can be applied either in continuous mode or detecting mode. In continuous 
mode, the switches are controlled together by the same control signal. In the detecting mode, 
the cell voltages are measured to decide which resistor has to be connected. The SSR method 
is more efficient than the FSR method and it is still simple and reliable. The energy dissipated 
in the recharge is minimised, because the shunt resistors are connected only when the cell 
voltage is above a certain threshold. Therefore, it can be used for Li-ion batteries [17], [19], 
[20]. However, the use of this method for the discharge is not recommended because the 
balancing is obtained at the expense of the available energy for the EV. 
Fig. 2.2: The circuit diagram of the SSR method. 
2.1.2 Active BMSs 
Active BMS are divided into capacitor-based BMSs, inductor and/or transformer-based 
BMSs, and converter-based BMSs 
2.1.2.1 Capacitor-based BMSs 
Capacitor-based BMSs use capacitors as external storage device to transfer energy between 
battery cells. They work for both recharging and discharging operations. Capacitor-base BMSs 
can be divided into switched capacitors (SC), double-tiered switched capacitors (DTSC), single 
switched capacitors (SSC), and modularised switched capacitors (MSC). 
2.1.2.1.1 Switched capacitors  
The simplified circuit diagram of the SC method is shown in Fig. 2.3. It uses N − 1 capacitors 
with 2N switches to balance the series string of N battery cells. The function of the switches is 
to connect the capacitors to the proper terminals where each capacitor is alternately switched 
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across adjacent battery cells at switching frequency of fsw. The control signal of each switch 
has a dead time, αTsw (where Tsw is the switching time) to avoid the short circuit of cells, as 
indicated in Fig. 2.3. The balancing current depends on the switching frequency, the value of 
the capacitance and the voltage difference between the battery cells. 
This method can operate in both recharge and discharge processes. Its control strategy is 
simple because it has only two states. The main disadvantage of the SC method is that the 
equalisation time is relatively long because the energy can be only transferred between two 
adjacent cells [14]-[18], [22], [23]. 
Fig. 2.3: The circuit diagram of the SC method. 
2.1.2.1.2 Double-tiered switched capacitor  
The circuit diagram of the DTSC is shown in Fig. 2.4. The number of cells in this method 
must be an odd number (e.g. N = 2k + 1, k =1, 2,…, r) to achieve the balance between the cells. 
The method uses 3r capacitors and 2N switches to balance the series string of N battery cells. 
In this method, a second tier of capacitors is connected in parallel to the capacitors of the SC 
circuit. 
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The idea is to transfer the charge between nonadjacent batteries through the bridging 
capacitors of the second tier. In the SC method, two switching cycles are required to shuttle 
the energy between nonadjacent cells, e.g. B1 and B3. However, the DTSC method can provide 
a path for the charge transfer between B1 and B3 through the capacitor C3, increasing the speed 
of the charge transfer between batteries. The overall equalising time reduces to approximately 
a quarter of that achieved by the SC method [25], [26]. 
Fig. 2.4: The circuit diagram of the DTSC method. 
2.1.2.1.3 Single switched capacitor  
The circuit diagram of the SSC method is shown in Fig. 2.5. This method uses only one 
capacitor with N + 5 switches to balance the N series connected battery cells. During every 
cycle, one cell charges the capacitor C and another cell gets the charge from C. The method 
can be applied either in continuous mode or detecting mode. 
In continuous mode, the control system uses a fixed switching sequence to open and close 
the switches. The control system connects the battery cell B1 to the capacitor by closing the 
switches S1, S2, SN+2, and SN+5. When the capacitor is charged, the controller opens these 
switches and closes the switches S2, S3, SN+3, and SN+4 to transfer the charge to the cell B2. The 
net energy transfer depends on the voltage difference between B1 and B2. Using the same logic, 
the capacitor is then connected across (B3, B4, …, BN, B1,…). In this way, the excess charge of 
the cells at higher voltage are distributed step-by-step to those at lower voltage. 
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In detecting mode, the controller selects the cells to balance. The capacitor is charged from 
the cell at the highest voltage and selectively discharged to the cell at the lowest voltage. The 
process continues until the difference in voltage or SOC between the cells is smaller than a pre-
defined threshold, which is normally accepted as 1-2%. This mode reduces significantly the 
equalising time in comparison to the continuous mode, especially if the highest and lowest 
charged cells are on the opposite ends of the battery pack. However, a much more complex 
controller is needed to detect and select the target cells [14], [17], [18], [24]. 
Fig. 2.5: The circuit diagram of the SSC method. 
2.1.2.1.4 Modularised switched capacitor  
When the number of battery cells is large like in the case of EVs, the design of a switched 
capacitor system is not easy due to the complexity, size and cost of the circuit. Moreover, the 
cell balance speed and cell balance efficiency are limited. However, the concept can be applied 
only to a part of the cells and repeated several time with a modular concept, simplifying the 
design and reducing the costs. In this configuration, the N battery cells are grouped into m 
modules and each module consists of a series n connected battery cells (i.e. N = m×n). Each 
module is used to achieve the balance of n cells as a separate balancing system. In addition, 
only one equaliser is added externally to the modules to achieve the balance between the 
adjacent modules, because in the modular structure, each module can be reviewed as a battery 
cell at higher voltage. The main advantages of MSC are the modular design, the low voltage 
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stress across the cell, and the simplicity of the controller. Compared with a conventional 
switched capacitor, the modularised switched capacitor can transfer a large amount of energy 
not only between cells, but also between modules. Thus, a shorter equalising time can be 
achieved. Fig. 2.6 shows the structure of the MSC considering a string of N cells modularised 
into m modules [27]. 
Fig. 2.6: The structure of modularised switched capacitor. 
2.1.2.2 Inductor/transformer-based BMSs 
Inductor-based BMSs use inductors or transformers to transfer energy from a cell or group 
of cells to another cell or group of cells to achieve balancing. These methods can be divided 
into single switched inductors (SSI) and multi switched inductors (MSI), single winding 
transformers (SWT), multi winding transformers (MWT), and multiple transformers (MpT).  
Since these methods offer a balancing current higher than that based on capacitors, a shorter 
balancing time can be achieved. The main disadvantages of inductor/transformer-based BMSs 
are the higher cost and core losses. In addition, the methods may require a high switching 
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frequency operation to reduce the inductor or transformer size and achieve fast equalising 
speed, thus extra capacitors should be added across each battery cell to filter high frequency 
current harmonics [12]. 
2.1.2.2.1 Single switched inductors  
The circuit diagram of SSI is shown in Fig. 2.7. This method uses one inductor, 2N switches 
and 2N diodes to balance the series string of N battery cells. Each cell terminal has two 
unidirectional paths connected with the inductor L.  Each path is composed of a series 
connected switch and diode, except for the first and last paths. The control system senses the 
voltage of each cell and selects the two cells which will be used to transfer the energy [29]. For 
example, if the cell B1 has the highest voltage and the cell B2 has the lowest voltage, the 
switches S1 and S3 are initially turned on. Once the inductor is charged, S1 is turned off and the 
switch S4 is turned on to transfer energy stored in the inductor to B2.  
This method achieves fast equalising speed and good efficiency, but the control is complex, 
the switches current stress is relatively high, and filtering capacitors are required for high 
switching frequency operations. 
Fig. 2.7: The circuit diagram of SSI method. 
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2.1.2.2.2 Multi switched inductors 
Fig. 2.8 shows the circuit diagram of the MSI method. This method uses N − 1 sub-modules 
(SMs) to balance a series string of N battery cells where each SM consists of two switches and 
an inductor. Each SM is connected across the two adjacent cells to allow energy transfer from 
the cell with higher voltage to the cell with lower voltage.  
The controller senses the voltage difference of the two adjacent cells and then applies a pulse 
width modulation (PWM) signal to the switches with a condition that the cell at higher voltage 
must be switched on first. The two switches within each SM are controlled in a complementary 
way. By adjusting the duty cycle of the modulating signal, the current flow through the inductor 
in both directions. For example, if the voltage across cell B2 is higher than that across cell B1, 
the switch S2 is closed to transfer energy from B2 to the inductor L1. Once the inductor is 
charged, the switch S2 is opened and S1 is closed, allowing the current to flow in the loop 
formed by B1, L1 and S1. As a result, the energy is transferred from B2 to B1. 
A less complex control is needed for this method in comparison with the SSI, but a longer 
time is required to transfer the energy from the first cell to the last one, especially for a long 
string of battery cells. Additionally, this method has higher core losses, since it needs N – 1 
inductors to achieve the cell balancing [28], [30].  
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Fig. 2.8: The circuit diagram of MSI method. 
2.1.2.2.3 Single winding transformers 
This method uses one transformer to balance the series string of N battery cells. Two 
different circuit configurations are available, the pack-to-cell and cell-to-pack as shown in Fig. 
2.9 and Fig. 2.10, respectively. 
In the pack-to-cell topology, the energy is transferred from the entire battery pack to the 
primary winding of the transformer. The output of the transformer is rectified through the diode 
D and the energy is transferred to the cells at a lower voltage using the corresponding switches. 
This method can rapidly balance low voltage cells at the cost of removing the energy from the 
entire pack [21]. 
In the cell-to-pack topology, the controller decides which cell has the lowest voltage (e.g. 
B1) and then activates the corresponding switches of the other N – 1 cells periodically to 
discharge them. The controller continues to monitor the cell voltages and, if the voltage across 
one of the other N – 1 cells (e.g. B2) becomes equal to the voltage across B1, the cell B2 is taken 
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out of the pack and is recharged together with cell B1. The charging operation continues until 
all cells reach the same voltage level [31]. 
The SWT method achieves fast equalisation speed with low core losses. However, a complex 
control is needed and the implementation is expensive. Moreover, there is no flexibility in the 
design and if one or more cells have to be added to the battery pack the transformer must be 
changed [14]-[17], [21], [31]. 
Fig. 2.9: The circuit diagram of SWT method (pack-to-cell topology). 
Fig. 2.10: The circuit diagram of SWT method (cell-to-pack topology). 
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2.1.2.2.4 Multi winding transformers 
The MWT has a single transformer with one primary winding and N secondary windings 
and each of these windings is connected to one battery cell. This method can be implemented 
with two different circuit configurations: MWT flyback and MWT forward, as shown in Fig. 
2.11. 
The flyback structure uses N diode and one switch to balance N series connected battery 
cells. In this topology, the primary winding of the transformer is energised by turning on the 
switch S. When S is turned off, the energy is transferred into the secondary side of the 
transformer and the induced current supplies the cell at lower voltage through the 
corresponding diodes [14]-[17], [21], [33], [34]. 
The forward structure uses instead N switches and one diode to balance a series string of N 
battery cells. In this topology, the appropriate switch connects to cell with the highest voltage 
to the corresponding secondary winding of the transformer. In this case, the energy is 
transferred from this cell to all the others via the transformer and the anti-parallel diodes of the 
switches. 
The MWT method can rapidly balance the cells without a closed-loop control, so it is suitable 
for both EV and hybrid electric vehicle (HEV) applications, although the circuit is complex, 
the implementation cost is high. However, the problem associated with this topology is the flux 
imbalance. Differences in the resistances of secondary windings and the on time forward 
resistances of semiconductor switches drive into deep saturation with risk of damage the power 
switches [14]-[17], [21], [33], [34]. 
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Fig. 2.11: The circuit diagram of MWT method: (a) Flyback configuration. (b)  Forward 
configuration. 
2.1.2.2.5 Multiple transformers 
Fig. 2.12 shows the circuit diagram of the method based on MpTs. This method uses N 
diodes, N transformers, and one switch to balance the string of N battery cells. The current 
drawn from the entire battery pack is switched into each transformer primary winding and then 
transferred to all the secondary windings and the cells through the diodes. The charging 
currents through the cells will be dependent upon the voltage of the cells themselves [14]-[17], 
[21]. 
Compared to the MWT method, this method is more flexible in terms of modularity of the 
design and battery pack extension, because each cell has its own transformer. However, the 
circuit implementation is still more expensive than the methods based on capacitors.  
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Fig. 2.12: The circuit diagram of MpT method. 
Both inductor-based and transformer-based BMSs can also be implemented in a modular 
way similar to the modularised switched capacitor method [27], [35]. 
2.1.2.3 Converter-based BMSs 
Converter-based BMSs use power converters to balancing the cells or group of cells in a 
battery. These methods can be divided into Ćuk converters (CC), buck/boost converters (BBC), 
flyback converters (FbC), quasi-resonant converters (QRC), ramp converters (RC), and full-
bridge converters (FBC). They feature a fully controlled balancing process, but the resulting 
BMS has relatively high cost and complexity [36]-[44]. 
2.1.2.3.1 Ćuk converters 
Fig. 2.13 shows the circuit diagram of the bi-directional CC balancing system. This method 
uses N − 1 bi-directional Ćuk converters to balance a series string of N battery cells; each 
converter consists of two switches, two inductors and one capacitor. Each converter is 
connected across two adjacent cells to allow the energy transfer from the cell with a higher 
voltage to the cell with a lower voltage. Therefore, this method takes a relatively long time to 
equalise the entire pack, especially for a high number of cells. The maximum voltage across 
each switch is equal to the maximum capacitive voltage (VB1 + VB2) and, hence, low voltage 
MosFETs can be used as power devices to reduce conduction and switching losses [36], [37]. 
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The energy is transferred between two adjacent cells through the capacitor, where the 
direction of the power is determined by the voltage imbalance between the two cells and the 
switching function of the switches. The converter is usually designed to operate in 
discontinuous capacitor voltage mode (DCVM) in order to reduce MosFETs switching losses. 
The initial voltage across the capacitor is equal to the voltage sum of the two adjacent cells 
[36], [37].  
This method can achieve cell balancing with high efficiency, so it is suitable for both EV 
and HEV applications, but the speed of cell balancing is slow and the control system is complex 
[36], [37]. 
Fig. 2.13: The circuit diagram of the CC balancing system. 
2.1.2.3.2 Buck/boost converter 
The buck, boost, and buck-boost converters are commonly used as active BMSs. Buck 
converters are used to transfer the energy from the battery pack to the cells at lower voltage; 
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boost converters are used to transfer the excess energy from the cells at higher voltage to the 
battery pack; and buck-boost converters can be used in either direction. The BBC methods can 
achieve a good equalisation speed with high efficiency and they are suitable for modular 
design. On the other hand, the implementation is relatively expensive and complex and a 
complex control is needed to achieve cell balancing [14]-[16], [38], [39]. 
Fig. 2.14 shows the circuit diagram of the buck/boost conversion balancing system. This 
method uses N bidirectional SMs to balance the series string of N battery cells. Each SM 
consists of two switches, one inductor and one capacitor. The converters can be operated in 
continuous conduction mode (CCM) or discontinuous conduction mode (DCM), depending on 
the design of the control and the circuit parameters. The maximum voltage of each SM is equal 
to the cell voltage and, hence, low voltage MosFETs can be used also in this case [14]-[16], 
[38], [39]. 
During the charging process, each SM operates as a buck converter. Therefore, the capacitors 
of the output filters are connected first in series, and then to the dc power source. The balancing 
system operates without filter capacitor at the SM input terminals [14]-[16], [38], [39]. 
 During the discharge process, the SMs draw currents from cells to increase the voltage of 
the output capacitors and then the sum of the output voltages of SMs is controlled to meet the 
required load voltage. The average input/output voltage of each SM depends on the 
corresponding cell voltage and the SM duty cycle. Therefore, the average input/output voltage 
of the SMs may be different. However, the average input/output current of the SM is equal to 
the input charge current or to the output load current, because all SMs are connected in series 
and either charged by the same dc power source or discharged to the same load [14]-[16], [38], 
[39].  
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For CCM, the battery current can be regulated individually by adjusting the duty cycles of 
the converters. The cell current is inversely proportional to the duty cycles of the corresponding 
SM. For DCM, the module with higher voltage has the smaller time ratio of the switching 
period when the inductor current decreases from the peak value to zero, revealing that cell 
balancing can be automatically achieved when all SMs are operated with the same duty cycle 
[14]-[16], [38], [39]. 
Fig. 2.14: Circuit diagram of the buck or boost converter balancing system. 
2.1.2.3.3 Flyback converter 
This method uses N SMs to balance N battery cells and it can be divided into unidirectional 
or bidirectional flyback configurations. Fig. 2.15 shows the circuit diagram of the flyback 
converter balancing system.  
In the unidirectional configuration, each SM consists of two switches and one transformer 
to provide the required level shifting. The transformer turns ratio, a, is less than or equal to the 
number of cells. The control system measures the cell voltages and compares them with an 
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average pre-set value. When the voltage of a given cell exceeds a certain voltage level, the 
excess energy is transferred back to the battery pack until the cell voltage returns within the 
limit. Filter capacitors can be added across each battery cell to filter the high switching 
frequency current [14], [16], [40], [41]. 
In the bidirectional flyback configuration, each SM consists of two switches and one 
transformer. This structure is more flexible than the unidirectional, because the energy can be 
also transferred from the battery pack to the cells. During charging, the cell voltages are 
regulated by transferring the excess energy of cells at higher voltages to the battery pack. 
During discharging, the energy is transferred from the battery back to the cells at lower 
voltages, improving the use of the whole battery pack. In a way similar to the unidirectional 
configuration, the driving signals for the semiconductor switches are derived using simple 
comparative circuitry which activates the appropriate SMs. For example, when the switch S1 is 
turned on, the cell B1 transfers energy to the transformer T1. The current i1 increases and the 
current i2 is equal to zero. When S1 is turned off, the body diode of S2 conducts the current and 
the energy stored in the transformer is transferred to the cell B2. The current i1 decreases as the 
transformer stored energy decreases. Once the transformer is fully discharged, the currents i1 
and i2 are both equal to zero [14], [16], [40], [41].  
The flyback converter method achieves cell balancing with high efficiency, so it is suitable 
for both EV and HEV applications, but the speed of balancing is slow, the transformers must 
have the same characteristics to avoid the core saturation problem, the magnetic losses are high, 
and the control system is complex [14], [16], [40], [41]. 
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Fig. 2.15: The circuit diagram of the FbC balancing system. 
2.1.2.3.4 Quasi-resonant converter (QCR) 
Fig. 2.16 shows the circuit of the QRC balancing system. This method uses N − 1 QRCs to 
balance the series string of N battery cells. Each QRC consists of two switches, two inductors 
and one capacitor. Each QRC is connected across two adjacent cells to allow bidirectional 
energy transfer from the cells. Therefore, this method is characterised by a relatively long 
equalization time, especially for battery packs with a large number of cells. The QRCs can 
have either zero-current quasi-resonant (ZCQR) or zero-voltage quasi-resonant (ZVQR) 
topologies [14], [15], [42], [43]. 
The main advantage of QRCs is that they reduce the switching losses and increase the BMS 
efficiency. However, they have a very complex control, difficult implementation and high cost. 
The resonant inductor Lr1 and resonant capacitor Cr1 are designed to operate as a resonant tank 
27 
in order to achieve the zero current switching function for a bi-directional power flow [14], 
[15], [42], [43]. 
Fig. 2.16: The circuit diagram of the QRC balancing system. 
2.1.2.3.5 Ramp converter (RC) 
This method uses a single transformer with one primary winding and N/2 secondary 
windings and N diodes to balance N battery cells. It shares the idea of the MWT method, but 
the connections between the transformer secondary windings, the diodes, and the cells are 
modified to decrease by 50% the number of secondary windings and, thus, reduce the 
transformer size. In this configuration, each pair of battery cells is connected to one secondary 
winding. Fig. 2.17 shows the configuration of the RC balancing system and the ideal primary 
current waveform. In case of an odd number of battery cells, one of the transformer secondary 
windings is connected to a single cell [14], [15], [45].  
This circuit is called ramp converter because of the shape of the primary current waveform 
io. The primary current is generated using a series load resonance (SLR) converter, which is 
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similar to the square wave inverter except the fact that the switching frequency is much higher 
than the resonant frequency in order to avoid high voltages across the resonant inductor and 
capacitor. Since the batteries always limit the maximum output voltage, the converter is 
operated only in constant current mode. The method uses the frequency modulation technique 
to control the peak value of the primary current, which implies that the sum of the rectified 
secondary currents is also regulated. Soft switching can be employed, so all the semiconductors 
have zero voltage switching (ZVS) and/or zero current switching (ZCS) at both turn-on and 
turn-off periods to reduce switching losses. During the positive half cycle of the primary 
current, the induced secondary currents charge the odd-numbered cells with the lowest 
voltages. In the next half cycle, the currents charge the even-numbered cells with the lowest 
voltages [14], [15], [45]. 
Although the RC method uses soft switching technique along with a relatively simple 
transformer, the cell equalisation speed is slow and a complex control is needed to achieve cell 
balancing [14], [15], [45]. 
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Fig. 2.17: The circuit diagram of the RC balancing system. 
2.1.2.3.6 Full-bridge converter (FBC) 
The full-bridge converter shares the idea of the buck/boost converter balancing system, 
except the fact that the converter can operate either as ac/dc or dc/dc. However, both modes 
need an intelligent control [44].   
Fig. 2.18 shows the circuit diagram of the FBC balancing system working in the dc-dc mode. 
This method uses N bidirectional SMs to balance the series string of N battery cells. Each SM 
consists of four switches. The operating principle of each SM is quite similar to the buck/boost 
converter. For high voltage applications, each SM is connected to a series string of n cells 
instead of just one cell to increase the output voltage, as indicated in Fig. 2.18. In this case, the 
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circuit balances battery units instead of battery cells. The main drawback of FBC is its high 
cost and complex control [44].  
Fig. 2.18: The circuit diagram of the FB balancing system. 
2.2 Traction drives for battery electric vehicles 
Variable speed drives require flexible supply of electric motors in terms of voltage frequency 
and magnitude. Traction drives require also that the motors develop the limit torque for the 
whole frequency range. The limit torque is equal to the full load torque below the base speed 
of the machine and is decreasing with an approximately inverse law above the base speed and 
below the machine limit and with an approximately inverse square law above the machine 
limit. The converter output voltages are usually pulsed in nature and, as such, contain high-
order harmonics that may reduce the motor efficiency and performance. Additionally, 
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harmonic currents produce torque oscillations of the motors. Current harmonics can be reduced 
by either filtering or pulse-width modulation techniques [48]. 
The quality of the inverter output is normally evaluated in terms of its total harmonic distortion 










where V1 is the rms value of fundamental component of the output voltage and V is the total 
rms value of the output voltage. 
Traction drives are classified into two-level inverters and multilevel inverters and are reviewed 
in the following sections. 
2.2.1 Two-level inverters 
Two-level inverters are the most common topology used for traction motors. The standard 
topology of the three-phase inverter is shown in Fig. 2.19 with a detail on the line-to line output 
voltage. The ac output line voltages can be only ±Vdc and 0 as indicated in Fig. 2.19. [48], [49], 
[50]. A string of low-voltage battery cells are connected in series to reach the voltage level 
required by the dc-link of the inverter.  
Fig. 2.19: The circuit diagram of the standard two-level inverter. 
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The major advantages of two-level inverters are: 
 Simple control method.
 Equal ratings of the switching devices.
The major disadvantages of two-level inverters are: 
 High harmonic content of the current especially in field-weakening mode that may
require filters;
 High switching losses;
 Necessity of an additional BMS for the battery pack;
 Unable to cope with faults of devices.
Many commercial hybrid electric vehicles, such as Prius, Camry and Fusion, use a 
bidirectional dc-dc boost converter to interface the battery pack to the inverter dc link, as shown 
in Fig. 2.20. The inductor of the boost converter is rated for the full power of the drive. Besides 
its large size and heavy weight, the inductor losses limit the operating temperature. For this 
reason, the efficiency of the dc-dc converter is relatively low compared to that of the inverter. 
The problem is much more serious for EVs, because the boost converter has to deliver the full 
power needed by the traction drive. The problem cannot be simply solved increasing the 
switching frequencies to limit size, weight, and cost of the boost converter, since the core and 
copper losses of the inductor increases significantly. In addition, the maximum switching 
frequency of the boost converter is limited by the heat dissipation of the semiconductors. In 
response to this problem, multiphase dc-dc converters have been developed for high power 
HEVs and EVs. In these topologies, the inductor design is still a challenge that limits the 
converter efficiency and the power density. Very recently, multilevel dc-dc converters have 
been proposed for different applications including HEVs and EVs. Unlike traditional dc-dc 
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converters, multilevel dc-dc converters greatly reduce the inductance requirements in addition 
to other benefits, such as much lower device voltage rating and faster dynamic response. 
However, the two-stage energy conversion reduces the general efficiency of the traction drive 
[51]. 
Fig. 2.20: Traction package with two-stage power conversion. 
2.2.2 Multilevel inverters 
Multilevel inverters divide the dc link directly or indirectly, so that the output of each phase 
leg has more than two levels. The quality of the voltage output is improved, because both pulse 
width modulation and amplitude modulation can be used. The advantages of multilevel 
converters compared to conventional two-level converters are well-known. They have higher 
output voltage magnitude, reduced THD of output voltages and currents, reduced output 
voltage gradients and reduced voltage supported by each power semiconductor switch [48], 
[50], [52], [53]. 
There are three main types of multilevel traction drive converters: 
• Neutral point clamped (NPC) multilevel inverters;
• Flying capacitors (FC) multilevel inverters;
• Cascaded H-bridge (CHB) multilevel inverters.
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2.2.2.1 NPC multilevel inverters 
The n-level NPC multilevel inverter has been proposed as a variable motor speed drive for 
EVs [54]-[68]. Each leg of the converter consists of 2n – 2 switches with 2n – 2 anti-parallel 
diodes, and 2n – 4 clamping diodes to produce a line-to-line output voltage with n-levels. 
Additionally, the dc link has n – 1 capacitors connected in series. 
Fig. 2.21 shows the basic structure of a four-level NPC inverter with a detail on the four-
level line-to line voltage. Each phase leg is identical and all of them share the dc link capacitors. 
The switches Sj and Sj′, where j = 1, 2, 3, are controlled in a complementary way. When Sj is 
turned on, Sj′ is turned off and vice versa. 
The output voltage vao has four voltage levels, Vdc, ⅔Vdc, ⅓Vdc and 0. The clamping diodes 
have the essential role to clamp the outer switches to the terminal points of the capacitors. 
Therefore, no switches experience a voltage greater than one-third of the dc link voltage [48], 
[53], [50]. 
Although each switching device is required to block only a voltage level of ⅓Vdc, some of 
the clamping diodes have larger blocking voltages. The blocking voltage of each clamping 
diode depends on its position in the converter structure. For example, when all the bottom 
switches are switched on, diodes Dc,a1′ and Dc,a2 need to block ⅔Vdc. Similarly, diodes Dc,a1 
and Dc,a2′ need to block ⅓Vdc [48], [53], [50]. The series connection of the clamping diodes 
avoids this limitation, but at the expense of a higher number of components. Using the blocking 
voltage for all the diodes, the number of required clamping diodes is n(n – 1). Therefore, when 
n is high, the high number of diodes makes the converter impractical to implement [48], [53], 
[50]. 
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Since the voltage levels at the capacitor terminals are different, the currents of the capacitors 
are also different and this causes an imbalance of the capacitor voltages. This problem can be 
solved replacing capacitors with controlled dc voltage sources, or specific PWM strategies, or 
balancing resistors [48], [53], [69]. 
Fig. 2.21: Circuit diagram of a four-level NPC inverter. 
The major advantages of NPC inverters are: 
 THD of output voltages and currents lower than two-level inverters.
 Lower switching frequency for a given THD of the output voltage, which produces
lower switching losses and higher efficiency.
 Lower blocking voltage of each semiconductor switch.
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 Simple control method.
The major disadvantages of NPC inverters are: 
 The clamping diodes have unequal reverse voltage blocking ratings, so a large number
of clamping diodes is required when the number of level increases.
 The switching devices have unequal ratings.
 The capacitor voltages between the different converter levels are unbalanced.
 The battery pack needs an additional BMS to balance the cells.
2.2.2.2 Flying capacitor multilevel inverters 
The n-level FC multilevel inverter has been proposed as a variable motor speed drive for 
EVs in [70]. The structure of the converter is similar to the NPC inverter. However, instead of 
using clamping diodes, the inverter uses clamping capacitors. Each phase of the converter 
consists of 2n switches with 2n anti-parallel diodes, and ∑ 𝑛 − 𝑖𝑛𝑖=1  clamping capacitors to
produce the n levels of the line-to-line output voltage. Additionally, the main dc link is 
connected to n – 1 capacitors. 
Fig. 2.22 shows the basic structure of the four-level FC inverter with a detail of the basic 
four-level line-to line voltage, vab. The phase legs are identical and share the capacitors of the 
dc-link. The capacitors are used to clamp the switch voltages to ⅓Vdc. The switches, Sj and Sj′
where j = 1, 2, 3, are controlled in a complementary way as the case of NPC inverters. 
The output voltage of the inverter is similar to NPC inverters. However, the configuration 
offers more usable switch states than the NPC inverter, and this redundancy allows a better and 
more flexible control of the capacitor voltages. The output voltage, vao, has four voltage levels, 
Vdc, ⅔Vdc, ⅓Vdc and 0. Unlike NPC inverters, the inner voltage levels (i.e., ⅔Vdc and ⅓Vdc ) are 
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redundant and can be obtained by three switch combinations, giving a certain flexibility in the 
control of the individual voltages across the flying capacitors [48], [53], [69]. 
Fig. 2.22: The circuit diagram of the four-level FC inverter. 
The major advantages of FC inverters are: 
 Lower THD of output voltages and currents compared to two-level inverters.
 Fault-tolerance due to the large number of capacitors
 Switching combination redundancy for the individual balancing of the flying
capacitors.
 Lower blocking voltage of each semiconductor switch.
The major disadvantages of the FC inverters are: 
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 Large number of storage capacitors when the number of levels increases.
 Packaging difficulties for a high number of levels due to the presence of a large number
of capacitors.
 Complex control
 High switching losses.
 The battery pack needs a BMS to balance the cells.
2.2.2.3 CHB multilevel inverters 
CHB multilevel inverters have also been proposed as variable motor speed drive for traction 
drives of EVs. Separate batteries provide the separate dc sources needed by this converter [56]-
[63]. The CHB consists of a number of series connected H-bridge converters, where each 
bridge is connected to a separate dc source. Fig. 2.23 shows the basic structure of a three-phase 
CHB inverter; all the phase legs are identical. If each leg consists of n series connected H-
bridge converters, the number of levels of the line-to-line voltage waveform is n + 1. The phase 
output voltage is the sum of H-bridge converters outputs. Each bridge generates three different 
output voltages, ±Vdc and zero, through different combinations of the four switches, S1, S2, S3, 
and S4 [48], [53], [69]. 
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Fig. 2.23: The circuit diagram of the CHB inverter. 
The major advantages of CHB multilevel inverters are: 
 In comparison to two-level-inverters, the harmonic content decreases as the number of
levels increases and filtering requirements are reduced.
 In comparison to NPC inverters, CHB inverters require a lower number of components
to obtain the same number of output voltage levels.
 Optimized circuit layout and packaging are possible, because each level has the same
structure.
 The switching devices have equal ratings.
 Soft switching techniques can be used to reduce switching losses and device stresses
 It has fault tolerant capabilities and can work with a reduced number of levels in case
of a fault bypassing the faulty module.
The major disadvantages of the CHB multilevel inverters are: 
 It needs separate dc sources, but this is not a problem for battery EVs.
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 When batteries are used as dc sources instead of cells, the difference between the cells
and recharge and discharge cycles lead to unequal SOCs of cells within the batteries.
Therefore, an external BMS is needed for each battery.
 The CHB topology does not allow the recharge the battery units either from dc or single
phase ac power sources.
 In Y-connected CHB, it is difficult to balance the converter legs using circulating
currents, because this will result in distorted motor currents. This disadvantage is
partially mitigated by D-connected CHB where zero-sequence current can be used.
However, it is not possible to balance independently the converter legs because the
same zero sequence current will flow through the three legs.
2.2.2.4   Modular multilevel inverters 
Modular multilevel inverter has been firstly proposed in [71], where the authors have 
described the basic concept of the converter using the modular arm structure, along with the 
operating principle and performance of the converter under an ideal condition. Siemens has a 
plan of putting it into practical use with the trade name “HVDC-plus”. It was reported in [72] 
that the system configuration of the HVDC-plus has a power rating of 400 MVA, a dc-link 
voltage of ±200 kV, and a stack of 200 cascaded chopper-cells per leg. Because of easy 
assembling and flexibility in converter design, the modular multilevel inverter is especially 
suitable to high-power converters for medium-voltage motor drives [73]-[76], high-voltage 
STATic synchronous COMpensator (STATCOM), back-to-back systems, etc. 
Fig. 2.24 shows the basic structure of a three-phase modular multilevel inverter; all the phase 
legs are identical. If each leg consists of n series connected half bridge converters, the number 
of levels of the line-to-line voltage waveform is n + 1 where each voltage level can be 
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synthesized by turning n submodules simultaneously in each phase leg. The number of 
capacitors required for three-phases is 6n (2n per phase), while no clamping diodes are 
required. For a dc bus of Vdc, the voltage across each capacitor is Vdc /n and each switching 
device voltage stress is limited to one capacitor voltage. Therefore, the voltage across each 
capacitor and switching device is limited to Vdc /n. The number of capacitors required for three-
phases is 6n (2n per phase), while no clamping diodes are required. Each half bridge generates 
two different output voltages, Vdc /n and zero, when the switching device S1 is turned on and 
S2 is turned off, the voltage vat1 = Vdc /n; when the switching device S1 is turned off and S2 is 
turned on, the voltage vat1 = 0.  
The major advantages of modular multilevel inverters are: 
 In comparison to two-level-inverters, for a large number of voltage levels extremely
low total harmonic distortion can be achieved without the need for filters.
 In comparison to NPC inverters, modular multilevel inverters require a lower number
of components to obtain the same number of output voltage levels.
 It has a feature of modularity design; it can be extended to any number levels
 It has failure management capability in the case of device failures.
 It has low voltage stress on switching device.
 The capacitor voltage balance is attainable for any number of voltage levels.
 The switching devices have equal ratings.
 Soft switching techniques can be used to reduce switching losses and device stresses
 The CHB topology does not allow the recharge the battery units either from dc or single
phase ac power sources.
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 It is easy to balance the converter legs using circulating currents without distorting
motor currents.
The major disadvantages of the CHB multilevel inverters are: 
 The battery pack needs a BMS to balance the cells.
 It needs a special care to be taken for starting and operation at low motor speeds, where
the low-frequency current may cause an energy pulsation and a significant unbalance
between the converter sub-module capacitor voltages and then disturb the output
waveforms.
Fig. 2.24: The circuit diagram of the typical modular multilevel inverter. 
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A significant improvement to the present state of the art could be done adopting modular 
multilevel converter (MMC), which is proposed by the present PhD project. MMC can be 
successfully applied as a main converter for EVs, with the additional possibility of using the 
same converter to recharge the battery with a cell charging equalisation method. For motoring 
operations, the proposed solution is theoretically capable of avoiding completely the need of a 
BMS. In this new approach, cell balancing is obtained at the same time of the energy 
conversion, by loading more the cells with higher SOC and less that with lower SOC [3], [77]-
[79]. The following chapters will describe in details the characteristics of these inverters and 












Chapter 3  
Converter Structure and 
Mathematical Modelling 
 
This chapter describes the structure and the operating principle of the proposed MMC and 
the mathematical model used for the control design. The model includes a circuit-oriented 
model of the battery cells with a focus on Li-Ion batteries that are widely used today for EV 
applications. The modulation techniques used for the control of the proposed MMC and the 
estimation of the reliability are also discussed. 
3.1 Converter structure and operating principle 
The block diagram of the proposed power converter is shown in Fig. 3.1. Unlike traditional 
MMCs the power is supplied by the SMs and, hence, the dc bus bars are electrically isolated. 
The converter drives an ac traction motor, which is assumed to be a three-phase induction 
motor. The battery cells within the MMC can be recharged from a three-phase or a single-phase 
ac power supply via the charge switch that disconnects the motor during the recharge mode. 
Alternatively, the battery cells can be recharged by a dc source connected to the dc busbars. 
The conventional traction drive and its active BMS are replaced by the proposed MMC such 
that the traditional BMS is replaced by the control of the converter. 
Each phase-leg of the converter consists of two arms of multiple SMs where each SM 
consists of bidirectional half bridge converters with floating electrochemical cell. The 
operating principle of the bidirectional half-bridge chopper cell is explained by the inset of the 
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schematic of Fig. 3.1. When the auxiliary switch Sa is turned on, the output voltage, vo, is equal 
to the cell voltage, vcell. If the main switch Sm is turned on instead, vo is equal to zero. Table 3.1 
shows the four possible switch states of the half bridge chopper cell [53]. 
Table 3.1:The switch states of the half bridge chopper module. 
Sm Sa v0 current direction power path cell’s state 
1 0 0 i0 > 0 Sm unchanged 
1 0 0 i0 < 0 Sm unchanged 
0 1 vcell i0 > 0 Sa discharging 
0 1 vcell i0 < 0 Sa charging 
 
The voltage of SMs is equal to the cell voltage and, hence, low voltage MosFETs can be 
used as power devices to reduce conduction and switching losses. The arms of the converter 
are connected by means of two uncoupled buffer inductors to limit the circulating currents due 
to voltage mismatch between the total voltages of the phase-legs [7], [80]. 
If the arm contains n SMs, the output line-to-line voltage has n + 1 levels. The two arms 
within the same leg are controlled in a complementary way in order to keep the voltage between 
the positive and the negative busbars constant,  so that nkt + nkb = n, where nkt and nkb are the 
number of active SMs in the top and bottom arms respectively [81]. Therefore, the maximum 
voltage on each arm is nvcell, being vcell the nominal voltage of a single electrochemical cell. 
The current through the arm, which includes one half of the load current and the circulating 
current within the converter phase-legs, flows through the cells when the corresponding SMs 
are connected to the phase-leg and the direction of the current affects the SOC of the cell. 
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Fig. 3.1: Block diagram of the proposed power converter. 
3.2 Converter mathematical model: 
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Using the single phase equivalent circuit of the converter in Fig 3.2, The voltage of the top 
























where vk is the phase voltage of the phase k, and vL,kt and vL,kb are the voltage drop across top 
and bottom buffer inductors, L, which are given by: 
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Fig. 3.2: Single phase equivalent circuit of the proposed converter. 
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3.3 Converter modulation techniques 
The modulation techniques used for the proposed MMC are based on pulse width modulation 
and they can be classified into three schemes: carrier disposition-sinusoidal pulse width 
modulation (CD-SPWM), carrier disposition-third harmonic injection pulse width modulation 
(CD-THIPWM), and phase shifted carrier-sinusoidal pulse width modulation (PS-SPWM) 
schemes. 
3.3.1 CD-SPWM 
In order to produce a waveform with n + 1 levels, the CD-SPWM technique requires n in-
phase carrier waveforms displaced symmetrically with the same carrier frequency fc and 
amplitude, but with 2/n offset. Fig. 3.3 illustrates the CD-SPWM waveforms for n + 1 levels. 
The sinusoidal reference waveforms, va*, vb* and vc*, can be expressed as: 
    ,3232;)sin(* TTcbakk π/ωtπ/ωtωtθθθ     θmv  (3.6) 
where ω is the angular frequency of the modulating wave and m is the modulation index, which 
is defined for the proposed MMC as conventional multilevel inverters [82]-[84]: 






m m (3.7) 
where Vm is the amplitude of the phase voltage. Thus, the maximum rms value of line-to-line 




cellmax nvV  (3.8) 
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By comparing the sinusoidal reference waveforms with the n carrier waveforms, the voltage 
level at the ac-side of the MMC is determined [53]. It can be noticed by Fig. 3.3 that the CD-
SPWM technique reduces the effective switching frequency per cell by the factor 1/n, whereas 
the overall switching frequency is equal to the assigned carrier frequency. 
Fig. 3.4 shows an illustration of the ‘gear changing’ of the switching frequency fsw with the 
fundamental frequency. At low speeds, where the effect of the difference in the number of 
carrier cycles per each modulation cycle is small, asynchronous modulation is applied. At 
moderate and high speeds, the carrier signals and the modulating wave are synchronized and 
the modulation frequency decreases in steps as the frequency increases to prevent the 
introduction of undesirable sub-harmonics [85].  
Fig. 3.3: The carrier disposition SPWM scheme. 
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Fig. 3.4: Illustration of the ‘gear changing’ in SPWM. 
3.3.2 CD-THIPWM 
To extend the linear operating range of the SPWM strategy and increase the fundamental 
component of the ac-side line voltages of the MMC without causing over-modulation, a third-
harmonic component can be included in the modulating reference signal, as shown in Fig. 3.5. 
In this case, the sinusoidal reference waveforms, va*, vb* and vc*, are expressed as: 
      ,3232;)3sin()sin(* TTcbakkk π/ωtπ/ωtωtθθθ     θhθmv   (3.9) 
where h is the proportion of the injected third harmonic component with respect to the 
fundamental. 
The limit of a third-harmonic to avoid over-modulation can be calculated differentiating the 
















Replacing (3.11) in (3.9) and considering that at θa = π/3, the value of va* has to be equal to 






























In summary, the maximum value of the fundamental component of the reference can be 
increased by 16%, and the necessary third harmonic component will be 1/6. In this case, the 
CD-THIPWM strategy reduces the number of required SMs to generate the same voltage when
the CD-SPWM used by a factor of 13.5 %. This will lead to reduction in the size, cost, 
switching and conduction losses of the proposed converter. 
Fig. 3.5: Carrier disposition-third harmonic injection PWM scheme. 
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3.3.3 PSC-SPWM 
The PSC-SPWM is a modulation technique used to separately control each arm of the MMC. 
In this modulation strategy, the sinusoidal reference waveforms are compared with triangular 
waveforms as shown in Fig. 3.6. The n chopper-cells per each arm have n triangular waveforms 
(vc,1, vc,2,… and vc,n) with the same carrier frequency but a phase difference of 2π/n to achieve 
the harmonic cancellation and enhance current controllability because each SM has its own 
carrier signal and therefore it can be controlled independently from the other SMs in the same 
arm [85].   
It can be noticed from Fig. 3.6 that the PSC-SPWM technique increases the switching 
frequency per each SM significantly, because the switching frequency of each SM is equal to 
the carrier frequency. Therefore, the overall switching frequency is increased by a factor 2n, 
i.e. the overall switching frequency is equal to 2nfc. Consequently, the MMC switching losses
increase by a factor 2n in comparison to the case of CD-SPWM. 
Fig. 3.6: Phase shifted carrier SPWM strategy. 
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3.4 Electrical model of battery cells 
Li-ion batteries are commonly used in electric vehicles because of their high specific energy 
in comparison with other battery cells, such as nickel-cadmium, nickel metal hydrides and lead 
acid [87]. 
The state of charge of a battery is a quantity that is used to represent the residual electrical 
charge available from a battery. The SOC is expressed as a percentage of the maximum 





where Qavailable is the available capacity of battery in [Ah] and Q is the maximum available 
capacity in [Ah]. 











where qi is the initial charge of battery in [Ah], q is the extracted capacity in [Ah], SOCi is the 
initial state of charge in [%], and i is the current of the battery in [A]. 
In this thesis, the battery cells are modelled based on a dynamic model with parameters that 
are specific of the type of battery. Fig. 3.7 shows a typical discharge characteristic for a Li-ion 
cell. Following the approach of this theory, the mathematical model of a battery cell can be 
expressed by [89]:  
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where all quantities are defined in Table 3.2. 
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Table 3.2: Explanation of quantities of equation (3.15). 
Vdis V Battery voltage during discharge process 
Vch V Battery voltage during charge process 
E0 V Battery constant voltage 
R Ω Battery internal resistance 
i A Battery current 
i* A Low frequency current dynamics 
K V/Ah Polarization constant 
q Ah Extracted capacity 
A V Exponential zone amplitude 
B Ah-1 Exponential zone time constant inverse 
The mathematical analysis is valid under the following conditions: 
 the internal resistance of the cell is constant during the charge and discharge cycles and
does not vary with the current;
 the temperature does not affect the model;
 the model parameters deduced from the discharge characteristic are valid also for the
charge characteristic;
 the capacity of the battery does not change with the current;
 the self-discharge of the battery is not represented.
Fig. 3.7: The typical discharge curve of Li-Ion cell. 
55 
3.5 Analysis of reliability and availability 
Traditional two-level inverters have six power devices that include a fully controlled switch 
and a freewheeling diode. When a fault occurs in one of the devices, the functionality of the 
converter is compromised, because the other device in the same leg cannot be operated to avoid 
the short circuit of the dc link. Therefore, the inverter must be stopped immediately and sent to 
maintenance. The probability of occurrence of a fault defines the reliability of the converter. 
In order to calculate the reliability, a simple mathematical model can be introduced. For 
simplicity, the controlled device and the diode are considered as one single element. Moreover, 
the devices are considered equal with the same individual reliability. Using these assumptions, 
the reliability of the two-level inverter is given by [77]: 
,6pR  (3.16) 
where p is the static reliability of a single device. Equation (3.16) is obtained from the 
consideration that all the six devices need to be healthy to have a working converter. 
For the modular multilevel converter, the fault of a device does not compromise the entire 
converter, because the cell affected by the fault can be always connected or bypassed. If 
reference is made to the case when the cell is bypassed, the arm with the fault has n − 1 levels 
instead of n. Therefore, the converter can keep working with an unbalance of the output 
voltage. Alternatively, the converter can keep working with balanced output voltage but with 
a lower amplitude. This is because the voltages can be kept balanced by operating all the arms 
with n − 1 levels. Therefore, the reliability of the converter is a function of the power output 
required. In particular, if the nominal power of the converter is Pn and the power required is in 












at least k modules must be healthy in the arm. In order to have a module healthy, both the 
switches must be working properly. Therefore, the reliability of each module is p2. The theory 
on partial redundancy gives the static reliability of the converter in this case [77]: 


























The two reliabilities have been compared to understand the effect of the presence of 
redundancies in modular multilevel converters, selecting a number of level n = 45. The results 
are shown in Fig. 3.8 [77]. 
The figure clearly shows that the reliability of modular multilevel converters is greater than 
that of two-level inverters for a large range of the output power. When the full power is 
required, all the levels must be working and therefore the reliability of modular multilevel 
converter is lower, due to the higher number of devices. For a low value of device’s reliability, 
modular multilevel converters are superior up to a power of 75% of the nominal power, 
whereas for a high value of device’s reliability, they are superior up to a power of 93%. For 
two-level inverters the reliability of the converter is strongly affected by the reliability of the 
devices. For modular multilevel converters instead, the reliability is always the same 
irrespective of the value of p, at least for a large range of the output power [77].  
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Fig. 3.8: The reliability of two-level and modular multilevel converters for p = 0.99 and p = 
0.9 [77]. 
The comparison of the failure rates of the converters requires the selection of an appropriate 
model for the failure rate of the devices. However, power MosFETs are complicated 
semiconductor devices and an accurate estimation of the model is outside the scope of this 
research. However, it is possible to carry out an approximated analysis using the simple 
exponential model distribution. In this model, the failure rate is constant and, therefore, it 
neglects the ageing effects due to temperature stresses typical of power switches. Nevertheless, 
the exponential model allows some analytical calculations and it can give a starting point for 
further investigations. Therefore, the reliability of each switch is given by the following 
function of the time [90]: 
,tep  (3.19) 
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where λ is the failure rate, supposed to be constant if the effect of temperature is neglected. 
The failure rate can be approximated by the following equation [90]: 
  ,21 LQET CC   (3.20) 
where λ is expressed in 10−6 [h−1] and the meaning of the various coefficients are given in Table 
3.3 [90]: 
Table 3.3: The coefficients of failure rate. 
Coefficients Description Switch for BEVs Two-level 
inverter 
MMC 
C1 Die complexity failure 
rate 
MOS linear 0.01 0.01 
C2 Package failure rate 3 pin, surface mount 
technology 
0.00092 0.00092 
πT Temperature factor MOS linear 58 5.2 
πE Environmental factor Ground, mobile 4 4 
πQ Quality factor Class B categories 1 1 
πL Learning factor > 2 year in production 1 1 





























where Tj is the worst case device junction temperature in [°C]. The equation shows that the 
device that allows operating at higher Tj, it will have higher temperature factor and then higher 
failure rate. 
For the temperature factor, a junction temperature of 125ºC has been considered for the 
devices of the two-level inverter. However, the devices of the modular multilevel converter 
work with a different junction temperature due to the different switching frequency. Assuming 
a switching frequency equal to one tenth of that of the two-level inverter, the temperature rise 
of the MMC power switches due to switching and conduction losses is 55% of that of the two-
level inverter. (A more accurate description on how to estimate the converter losses for both 
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topologies will be discussed later in chapter five). Assuming an ambient temperature of 25ºC, 
the junction temperature would be 80ºC. Using the coefficients of Table 3.3, the failure rates 
for the two level and modular multilevel inverters are respectively λ1 = 0.58×10−6 [h−1] and λ2 
= 0.088×10−6 [h−1]. 
For the two-level inverter, the six power switches are connected in series from the reliability 
point of view, because all of them are necessary to let the converter working. The mean time 
between failures, MTBF, is then given by: 













t tt (3.22) 
































































Fig. 3.9 compares the MTBFs of the two converters. Due to the partial redundancy, the 
modular multilevel converter presents a longer MTBF up to 92% of the converter’s nominal 
power. When higher power is required continuously, all the switches of the converter are 
needed at the same time and, therefore, a failure is expected early due to the larger number of 
components, though the stress on each component is smaller due to the lower switching 
frequency. However, electric vehicles are never running at full power all the time, so that the 
average output power is significantly lower than the nominal value. Moreover, the MTBF 
expresses the mean time before the first failure. Therefore, even if that time is shorter when the 
modular multilevel converter operates at full power, it is still possible to keep the converter in 
operation with a reduced output power. 
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Fig. 3.9: Comparison of MTBFs of 2-level and modular multilevel converters. 
In summary, the chapter introduced the topology of the new modular multilevel converter 
with embedded battery cells and its relevant characteristics.  The converter is characterized by 
cascade connection of modular half bridge chopper cells with floating Li-Ion cells to form each 
arm. The converter allows to balance the battery cells at the same time of energy conversion. 
A mathematical model to depict and analyze the proposed MMC has been presented, the model 
includes the dynamic model of the Li-Ion battery cells. In this chapter, methods to modulate 
the proposed converter including CD-SPWM, CD-THIPWM, and PSC-SPWM schemes have 
been discussed, these modulation techniques allow the control of the proposed MMC. Finally, 
a detailed analysis of the converter reliability and availability in a comparison with the two-
level inverter are discussed. 
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Chapter 4 
Control Strategy of the 
Converter 
This chapter describes the different sections of the converter controller. The main function 
of the control is to balance the SOC of the battery cells while the converter drives the traction 
motor or receives power from the grid for the recharge. This is achieved by the control of the 
circulating currents between the arms of the converter. The circulating current controller has 
the objective to balance the energy between the top and bottom arms for each leg and to balance 
the energy between the legs. Finally, the individual SOC controller balances the cells within 
an arm.  
The motor is controlled by a standard vector control, whereas the recharge from the grid is 
based on a standard dq current control. 
4.1 Circulating current control 
The main target of the circulating current control is to achieve arm-energy balancing between 
the top and bottom arms for each leg and energy balancing between the converter legs. Fig. 4.1 
shows the block diagram of the circulating current controller. The objective of the control is to 
use the circulating current to balance the energy between the arms and legs without affecting 
the output current. 
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Fig. 4.1: The block diagram of circulating current controller. 
4.1.1 Arm-energy balancing 
The arm balancing control is needed to balance the energy stored between the top and bottom 
arms, i.e. reducing the difference of the energy stored between the converter arms. In order to 
achieve this, it is necessary to derive the relationships between the instantaneous power 
difference between the top and bottom arms and the converter circulating current. 
 The current flowing into any battery cell can be expressed in terms of the value of the cell 
SOC and capacity, as shown in (4.1) [77]:  
,,...,1     ;
SOC











kth  (4.1) 
where SOCh,kt and SOCh,kb are the SOCs of the h-th cell in the top and bottom arms,
respectively.
Considering ideal switches, the instantaneous active power balancing on both sides of each 







































where vh,kt and vh,kb are the h-th SM output voltages in the top and bottom arms, respectively. 
ih,kt and ih,kb are the h-th cell currents in the top and bottom arms, respectively. 
The total instantaneous power of each arm is equal to the summation of the instantaneous 






























































The instantaneous power of each arm can be also expressed as a function of the average SOC 
for the top and bottom arm of phase k as shown in (4.4) [77]: 
,
SOC











ktktkt  (4.4) 
where SOCkt and SOCkb are the average SOCs of top and bottom arms of phase k, respectively, 
which are given by [77]: 
.SOC
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By ignoring the switching losses and considering the voltage drop across buffer inductors, 
the instantaneous power of each arm can be further written as: 
.
2


































The differential instantaneous power pkΔ of each phase-leg is given by [52]: 
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.Δ kbktk ppp  (4.7) 











vQnp  (4.8) 
Since the inductors of each phase-leg are used to filter the switching frequency harmonics, 












where Im is the peak values of the load current and φ is the phase angle. Expanding the 















where Icir,i,k is the magnitude of the i-th harmonic of phase-k circulating current and γi,k is the 
phase angle of that harmonic. By substituting (4.9) and (4.10) in (4.8) and ignoring the ripples 
due to the ac components, the difference of the powers generated by the battery cells of the top 
and bottom arms, pkΔ, depends only on the fundamental component of circulating current (see 
Appendix B.1): 




vQnp  (4.11) 
and the differential energy, EkΔ, can be calculated as: 
 ,SOCSOCcellΔ,ΔΔ kbktikkk vQnEdtpE   (4.12) 
where Ek,iΔ is the initial differential energy. 
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It can be noticed from (4.11) that the dc and high order components of the circulating current 
have no impact on the energy balance between the top and bottom arms as long as the ac voltage 
and current are sinusoidal without dc offset. From (4.11), it is easy to find that there are linear 
relationships between pkΔ and ck at steady-state. Hence, the variable ck can be regarded as the 
output of the differential energy balance controller, as shown in Fig. 4.1. Since the proposed 
converter has no external dc-link, the zero sequence of the reference circulating currents has to 











,kcir, tIi  (4.13) 
Using sum-difference trigonometric identities, (4.13) can be re-written as: 










k,kcir, II  (4.14) 
Recalling that the output of the differential energy balance controller is: 
).cos( ,1,1, kkcirk Ic  (4.15) 
To simplify the computational effort, one of the circulating current phases, say γ1,a, has been 
set to zero and then, the previous equations can be solved for γ1,b, γ1,c, Icir,1,a, Icir,1,b, and Icir,1,c: 
)cos(
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)cos(












































4.1.2 Leg-energy balancing 
The leg-energy control is also needed to balance energy stored across the three legs of the 
converter. The total instantaneous power pkΣ of each phase-leg is given by [52]: 
.Σ kbktk ppp  (4.17) 



































Substituting (4.9) and (4.10) in (4.18), the total power flowing from/into the cells of each 
phase-leg will consist of several parts: a dc component and some ac components at low 
frequencies. Ignoring the ripples due to the ac components, the total power of the battery cell 

























kikkk vQnEdtpE   (4.21) 
where Ek,iΣ is the initial total energy. The relation in (4.20) indicates that the energy balance 
between phases can be controlled by adding the component Icir,dc,k to the converter circulating 
currents. 
Both leg and energy balancing controllers are decoupled and can be implemented in two 
separate and independent regulators. The control scheme in this thesis is based on saturated PI 
regulators for both the balancing functions. Since the control system is implemented in a digital 
manner using a field programmable gate array (FPGA), a discrete-time model is more useful 
for the design of the various controllers. Based on the equations (4.11) and (4.20), the terms 
SOCkt − SOCkb, SOCk, and icir,k can be represented in z-domain as (see Appendices A.1, A.2 





























































where Ts denotes the sampling period of the digital system. The transfer functions of the control 
of the MMC in the discrete-time domain are presented in Fig. 4.2, which include the leg-energy 
control, the arm-energy control, and the circulating current control. The closed-loop transfer 






































































and the relation between the control parameters in (4.23) and the control gains of Fig. 4.2 are 
given in Appendix A.4. 
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Fig. 4.2: a) Leg-energy balance control system. b) Arm-energy balance control system. c) 
Circulating current control system. 
4.2 Static RL-load current control 





LiRv klklk  (4.24) 
where Rl and Ll are the static load resistance and inductance, respectively. In this case, the 
voltage of the top and bottom arms can be expressed as: 
,])2/([
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The term uk in equation (4.25) can be used for the design of load current controller. The set 





























 abcαβ uu (4.26) 
where uαβ = [uα  uβ]T, uabc = [ua  ub  uc]T, and C is the Clarke transformation matrix. The space 













 αβdq uu (4.27) 
where θ = ωt, udq = [ud  uq]T, and Γ(θ) is the rotational matrix. By using the inverse of the 
rotating transformation matrix, the rotating frame voltages can be express in terms of the 














 dqαβ uu (4.28) 
where Γ-1(θ) is the inverse of the rotational matrix. 
The voltage uk can be represented in the stationary reference frame as: 






which can be converted into the rotating reference frame by using the inverse of the rotating 










  (4.30) 














































































































As a result, the direct and quadrature components of the term uk can be expressed by: 








eqqeqdld   (4.32) 
This equation can be used for the design of a current controller in the rotating reference 
frame, using the reference currents i*d and i*q. However, it is impossible to independently 
control both id and iq since the static load power factor is always constant. Fig. 4.3 shows the 
block diagram of the static load current control where the linearized model can be described 
by Fig. 4.4. The current regulators of the load will produce the references for the three-phase 
voltages vk*. These references are used by the CD-THIPWM modulator to generate the pulses 
for the devices of the SMs. 





























where the relation between the control parameters in (4.33) and the control gains in the block 
diagram are given in Appendix A.5. 
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Fig. 4.3: The block diagram of RL current controller. 
Fig. 4.4: Static load current control system. 
4.3 Individual SOC balancing control 
The individual SOC controller balances the cells within each arm of the converter. When the 
arm current is positive according to the direction of the arm current in Fig. 3.1, the cell is 
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charged if the SM is on and, hence, its SOC increases. When the arm current is negative and 
the SM is on, the cell is discharged and its SOC decreases. 
In order balance the SOCs of the cells, the following algorithm is applied for each arm: 
1. The arm current is measured using a current sensor.
2. The current flowing in each cell is calculated from the measured arm current and the
switching function of the main switch of the half bridge converter Sm:
,     ; ,, mkbkbhmktkth SiiSii  (4.34) 
where Sm is 1 when the switch is on and 0 when it is off.
3. The SOCs of the cells are estimated every millisecond using a classical Coulomb counting
method [44], [91].
4. The cells are sorted according to their SOC in descending order.
5. In case of positive arm current, the cells with the lowest SOCs are activated switching on
the main switch.
6. In case of negative arm current, the cells with the highest SOCs are activated switching on
the main switch.
This method produces a step-by-step balancing of the SOCs within the arm. The procedure to 
implement the individual SOC balancing strategy is summarised in the diagram of Fig. 4.5 
[99]. 
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Fig. 4.5: The block diagram of the individual SOC balancing controller. 
In practice, the Coulomb counting method can be affected by the coulombic efficiency of 
the recharge process, the internal temperature of the cell, the self-discharge due to the cell 
leakage current, aging, etc. In this case, the estimation of the SOC based only on the current 
integration method can lead to incorrect results. The proposed controller takes into account 
these phenomena modifying equation (3.14) as follows [77]: 
1) the initial SOC values are updated by measuring the open circuit voltage (OCV) of the cell
when the electric vehicle is not in use or the correspond SM is not active (; the relation
between the OCV and SOC can be preliminary estimated according to in [92].
2) the energy loss occurring during charging needs to be compensated taking into account the
coulombic efficiency, which is typically between 0.98-1. A more accurate description on
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how to estimate the coulombic efficiency is discussed in [93], [94]. 
3) the maximum available capacity needs to be changed as a function of cell’s temperature in
order to consider the effect of capacity losses due to changes of the thermodynamic and
kinetic aspects of the electrochemical processes [94]. A more accurate description on how
to estimate capacity loss is also discussed in [93], [94].
The individual controller is flexible and can be improved by adding a thermal management 
system (TMS), which is essential when the converter has to be fitted in a real battery EV. The 
TMS can cool/heat battery cells timely and selectively on the basis of the temperature of battery 
cells and achieve more efficient and reliable operations for the proposed MMC. 
The source of heat from each battery cell is due to the power dissipated by the cell’s internal 
resistance, Qd. Some part of generated heat is absorbed into the cell materials and the remaining 
heat is released on the surface of the cell. The equation for the calculation of Qd is given by 





CIRQ  (4.35) 
where Rint is the cell’s internal resistance, Ic is the cell current, Cc is the heat capacity, Tc is the 
cell temperature, A is the cell surface area, h is the heat transfer coefficient, and Tamb is the 
ambient temperature which is affected by the temperature of thermal fins, Tf. Solving (4.35) 

















During the operation cycle of the cell from the unity SOC to zero SOC, a rise of cell 
temperature increases the mobility of cell charges and chemical reactions in the cell, and 
therefore temporarily reduces the internal resistance of the cell and increases its capacity. The 
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relation between the internal resistance and the cell temperature during the operation cycle of 
the cell is given by [95]: 
.33
2
210int ccc TaTaTaaR  (4.37) 
The proposed MMC should guarantee delivery of the required power within the cell voltage 
range. However, a decrease in the cell temperature increases the cell internal resistance and it 
may cause a higher voltage drop for the same current. In this case, the converter output voltage 
drops below the applicable voltage and making the MMC unable to provide the required power 
to the traction motor. On the other hand, a further increase in the temperature potentially results 
in thermal runaway and may cause an explosion of the battery cells, because of material 
decomposition. Therefore, the thermal stability of battery cells should be maintained. To 
protect the battery cells from the thermal runaway and the malfunction at low temperature, the 
cell temperature should be kept within its minimum and maximum limits (e.g. Tmin<Tc<Tmax) 
[95]. 
Fig. 4.6 shows the flowchart of the proposed TMS. The BMS estimates continuously the cell 
SOC by measuring the cell voltage and current. Using the measurement of Vc and Ic, the 









where Voc is the open circuit voltage and the relation between Voc and SOC can be made by 
using the curve given in [93]. Using equation (4.37), we can calculate the desirable cell 
temperatures. The cells whose temperature is higher than the upper limit need to be cooled in 
order to maintain thermal stability. On the other hand, equation (4.36) gives the desirable 
ambient temperatures for cells whose temperature is lower than the upper limit. Based on the 
temperature distribution, we can obtain thermal fins’ temperatures that achieve the target 
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ambient temperature and then determine whether each cell needs to be heated or cooled. In 
order to do that, cooling and heating channels are connected to the radiator/heater; these 
channels are connected to thermal fins for each cell through coolant flow valves.  
Fig. 4.6: Flowchart of the proposed TMS. 
4.4 Induction motor vector control 
For an induction motor, the stator voltage and the rotor flux linkage equations can be 



































,     ;0 dsmdrrrdrqsmqrrqr iLiLΦ ΦiLiLΦ  (4.40) 
where vqs, vds, iqs, ids are the q-axis and d-axis components of the stator voltage and current, 
respectively; Φqr, Φdr are the q-axis and d-axis components of the rotor flux, Rs and Ls are 
resistance and total self-inductance of the stator winding, L'r is the total self-inductance of the 
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rotor winding referred to a stator phase winding, Lm is the mutual inductance, σ =1−Lm2 / (Lr 
Ls) is the total leakage factor, p is the number of machine pole pairs, and ωr is the mechanical 
speed. 






























where R'r is the resistance of rotor windings referred to a stator phase winding, 
For the indirect vector control, the rotor flux angle, ψ, is calculated by integrating the sum of 
rotor speed and the calculated slip frequency. The flux is constant up to the base speed and then 
above the nominal speed, the flux decreases with an inverse law of motor speed. 
Fig. 4.7 shows the block diagram of the indirect vector control where the difference between 
the speed reference, ωr*, and the speed feedback, ωr, produces the speed error for the PI speed 
regulator, which produces the torque reference Tel*. The flux is kept constant at the rated value, 
unless field-weakening is necessary to achieve speeds above the rated. The reference rotor flux 
Φr* and the estimated flux provide the flux error for the PI flux regulator, which produces the 
reference value of ids* based on (4.41). Therefore, iqs* can be calculated from the torque 
reference and the flux reference using (4.42). From (4.43), the required slip reference, ωσ*, can 
be finally calculated.  
The current regulators of the motor produce the voltage references for the three-phase 
voltages vk*. These references are used by the CD-THIPWM modulator to generate the pulses 
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for the devices of the SMs [97]. Equation (4.39) can be used for the design of the motor current 
controller in the rotating reference frame using the reference currents idq*.  
The linearized model of the motor speed, flux, and current controllers can be described 
















































































where the relation between the control parameters in (4.44) and the control gains in the block 
diagram are given in Appendix A.6. 
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Fig. 4.7: The block diagram of indirect vector control. 
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Fig. 4.8: a) Motor speed control system. b) Motor flux control system. c) Motor current 
control system. 
4.5 Battery charging with the proposed MMC 
This section provides the analyses of control for the stationary recharging of the battery cells. 
The proposed converter can be used to charge the batteries from three phase and a single phase 
ac sources and from dc sources. The recharge from dc sources and single-phase ac sources are 
not considered in this thesis. 
In order to recharge the battery cells with the maximum efficiency, the current drawn from 
the external three-phase source must have a (nearly) unity input power factor. The connection 
to the grid requires a phase-locked loop (PLL) and a proper current controller. The control 
algorithm of grid current control system is shown in Fig. 4.9 [98].  
4.5.1 PLL 
The grid voltage is measured by voltage sensors and the phase-locked loop algorithm yields 
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the phase angle 𝜃 and the direct component of the grid voltage The three-phase voltages of the
grid can be expressed as [98]: 
,     ;])32cos()32cos()cos([][ dtωθπ/θπ/θθVvvvv Tm
T
cbaabc  (4.45) 
where ω is the actual grid frequency. Under the assumption of balanced grid voltages, the three-
phase voltages can be expressed in the rotating reference frame as [98]: 
,.C).ˆ(Γ][ abc
T
qddq vvvv  (4.46) 
where vd and vq are the direct and quadrature components of the grid phase voltages, 
respectively. By substituting the phase voltages in (4.45) into (4.46), the direct and quadrature 
components of the grid phase voltages are expressed as [98]: 
.ˆ     );cos(
2
3
     );sin(
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3
  eemqemd  V vVv (4.47) 
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mqemd V vVv   (4.48) 
Hence, the direct component can be used to track the grid frequency and phase angle, by a 
proper design of the PI controller. The linearized model of the three phase PLL system can be 
described by Fig. 4.10 (a) and the transfer function of the PLL closed loop system can be 



















where the relation between the control parameters in (4.49) and the control gains in the block 
diagram are given in Appendix A.7. 
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4.5.2 Grid current control 
The term vL,k in equation (3.4) can be used for the design of the grid current controller in the 
rotating reference frame, using the reference currents i*d and i*q. The voltage vL,k can be 






  (4.50) 
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As a result, the direct and quadrature components of the term vL,k can be expressed by: 
.
22
















The instantaneous real power, p, and the instantaneous imaginary power, q, are given as 
[110]: 
.     ; qddqqdddqqdd ivivivqivivivp  (4.54) 
The d-axis current reference, id*, and the q-axis current reference, iq*, are determined by a 
standard instantaneous power controller based on the real and imaginary powers as given in 
equation (4.54) and a block to decouple the direct and quadrature feedback loops. The active 
power reference is set according to the capability of the grid, whereas the imaginary power is 
set to zero (q*= 0) in order to obtain a (nearly) unity input power factor [79]: 














The linearised model of the grid current controller can be described by Fig. 4.10 (b). The 





























where the relation between the control parameters in (4.56) and the control gains in the block 
diagram are given in Appendix A.7. 
Fig. 4.11 shows the cell voltage, current and power over the time of recharging process. 
Starting from an initial low SOC, the recharge algorithm ensures a recharge of the cells with a 
constant current, up to a SOC near to unity. When the cell reaches the maximum level of the 
voltage given by the manufacturer, the current controller switches to a voltage controller that 
hold up the maximum voltage of each cell until the recharge is completed. This has been in 
practice implemented by a proper selection of the reference currents in the described controller 
given by (4.57), which is derived by equalising the power of battery cells and the active power 
drawn from the grid. For the constant current recharge phase, the reference for the direct current 
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comes from a current regulator that charges the cells at constant current. For the constant 
voltage phase, the reference direct current comes from a voltage regulator that keeps voltage 
of the cells at the maximum permissible value [79]. This can be written as: 
     ;
     ;
























where vcj and icj are the measured voltage and current of the j-the cell, respectively, Vc,max is the 
maximum cell voltage (4.2 V), Ich is the nominal cell charge current, which can be calculated 







I  (4.58) 
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Fig. 4.9: Block diagram of PLL and the grid current control. 
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Fig. 4.10: a) PPL control system. b) Grid current control system. 
Fig. 4.11: Cell voltage, current and power curves during the recharge process. 
In summary, the chapter presents control strategy of the proposed converter integrating the 
SOC balancing control scheme, the circulating current control scheme, the traction motor 
vector control, and grid ac current control scheme. This chapter has analysed further this 
converter configuration with reference to the stationary recharge from the AC grid. The 
recharge of the cells is based on a double stage process: the constant current stage recharges 
the electrochemical cells up to their maximum voltage; the constant voltage stage recharges 
the cells up to their unity state of charge. The analysis of the phase-locked loop control system 
is also presented for the phase tracking system of the three phase utility interface MMC.  
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Chapter 5 
Assessment of Converter Losses 
The main cause of concern of MMCs for low voltage applications is the increased conduction 
losses due to the high number of devices conducting in series. On the other hand, MMC can 
benefit from the flexibility of using low voltage devices like MosFETs that have an equivalent 
resistance lower than IGBTs and low switching losses. Therefore, a detailed analysis of power 
losses of MMC for the different operating regions of battery EVs is necessary to assess the 
suitability of this converter for traction drives.  
The power losses of the converter are divided into conduction losses and switching losses 
and, for simplicity, other losses like gate drivers, magnetics and auxiliaries are not considered 
in this thesis. 
5.1 Conduction losses 
The instantaneous conduction losses of a single power MosFET can be calculated 
approximating the device with its the drain-source on-state resistance Rds,on [100]: 
,2,, dondsddsMc iRivp  (5.1) 
where vds and id are the drain-source voltage and the drain current of the MosFET, respectively. 
Each SM of the converter includes two power MosFETs but, at each instant of time except 
during dead-times, the current flows through only one of them independently of the conduction 
state and the direction of the current itself. Thus, the number of MosFETs conducting across 
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each arm is equal to n. The instantaneous value of the conduction losses of the converter top 
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Since the circulating current is normally few percent of the nominal current and is present 
only during cell balancing, its contribution to the conduction losses is negligible. Therefore, 
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Assuming the load current has only the fundamental component Im, the average phase losses 










P   (5.5) 
Therefore, the total MMC conduction losses are independent from the modulation index and 
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5.2 Switching losses 
For the calculation of the switching losses, a linear approximation of the MosFET switching 
process has been assumed. Thus, the turn-on and turn-off switching energy losses for a single 
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where tri and tfi are the current rise and fall times, trv and tfv are the voltage rise and fall times. 
In (5.7), vcell and id are considered at the initial instant of switching. Each change of the 
conduction state of a cell corresponds to the turn-on of one MosFET and the simultaneous turn-
off of the other MosFET of the same SM. Thus, at each change of the conduction state of the 
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If for simplicity the switching events are supposed to be regularly spaced, each arm is 
switching at Tsw, 2Tsw, 3Tsw … zTsw, where z is the total number of arm switching events in a 









If zh denotes the number of switching events of a SM in the fundamental period T, the number 
z is split across the SMs of the arm, i.e. z = z1 + z2 +…+ zn. Fig. 5.1 shows an example of 
waveforms for the currents flowing into the SMs of a converter arm in the case of 4 SMs/arm. 
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Fig. 5.1: Currents flowing into all switches within one arm (n = 4). 
Supposing that the h-th SM is switching at zh1Tsw, zh2Tsw, zh3Tsw …, zhzhTsw, where zh1, zh2, zh3 
…, zhzh are unequal integer numbers, the others n − 1 SMs will remain in a constant switching 
state as long as THI-SPWM scheme is used. In this case, the h-th SM currents at instant of 
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As a result, the switching energy Esw,h dissipated by a SM during a fundamental period can 
















and the switching energy Esw,arm dissipated by one arm during a fundamental period can be 





























































































































5.3 Comparison with a 2-level inverter 
In order to assess the suitability of MMCs for traction drives, the MMC efficiency has been 
compared with a traditional two-level IGBT inverter. In order to penalise the MMC, the losses 
due to the cell balancing are not considered for the two-level inverter and are instead included 
in the MMC. As a further penalisation, the efficiency of the motor is considered equal for both 
the two-level inverter and the MMC [101]. Both converters are driven by THI-SPWM strategy 
and connected to a 220 V, 250 A, 50 Hz, 80 kW machine [101]. Equal semiconductor ratings 
have been applied for both converter types using FZ300R12KE3G IGBTs [103] for the two-
level inverter and AUIRFS8409-7P power MosFETs [104] for the MMC. According to the 
technical literature, the conduction and switching losses of an IGBT-based two-level inverter 
are given by [102]: 
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The definition of the symbols and their corresponding values for the numerical simulations 
are reported in Table 5.1. EIGBT,on and EIGBT,off  are given in the data sheet and can be described 
as a polynomial function of current il . Furthermore, Table 5.1 summarizes the main data of the 
two-level inverter and MMC parameters used for simulation. Fig. 5.2 shows the ‘gear 
changing’ used for the comparative case. The two converters are operated at a maximum 
switching frequency of 2 kHz and 20 kHz. 
Table 5.1: Main data of the simulated converters [101]. 
Variable Description Values 
2-level
inverter
Vce,0 IGBT on-state zero-current collector-
emitter voltage  
0.921057 [V] 
Vce, IGBT maximum collector-emitter 
voltage 
1200 [V] 
Rc IGBT collector-emitter on-state 
resistance  
3.59 [mΩ] 
EIGBT,on IGBT turn-on energy 5.3×10-3 + 2.9×10-5 il + 1.2×10-7 il2 [J] 
EIGBT,off IGBT turn-off energy 2.4×10-3 + 1.4×10-4 il [J] 
Vf,0 Diode on-state zero-current forward 
voltage 
1.03562 [V] 
Rd Diode forward on-state resistance 2.09 [mΩ] 
EDiode,rec Diode recovery energy 6.8×10-3 + 9.1×10-5 il – 9.1×10-8 il2 [J] 
MMC 
n Number of SMs/arm 84 
vcell Cell voltage 3.2 ̵ 4.2 [V] 
L Arm inductor  50 [µH] 
Vds MosFET drain-source maximum 
voltage 
40 [V] 
Rds,on MosFET drain-source on-state 
resistance 
0.55 [mΩ] 
tri MosFET current rise time 43 [ns] 
tfi MosFET current fall time 72 [ns] 
trv MosFET voltage rise time 0.85 [ns] 
tfv MosFET voltage fall time 6.24 [ns] 
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Fig. 5.2: Illustration of ‘gear changing’ used for the comparison. 
Fig. 5.3 shows the efficiency for both topologies versus fundamental frequency when the 
motor is drawing half of the nominal current. It is evident that for the MMC the efficiency does 
not change in an appreciable way with the maximum switching frequency. At maximum 
switching frequency of 20 kHz, the MMC efficiency is higher than the inverter efficiency by 
3-5% in the constant torque region, and by 0.5-1% in the constant power region. At maximum
switching frequency of 2 kHz, the MMC efficiency is lower than the inverter efficiency by 1-
4% in the constant torque region, and by 1% in the constant power region [101]. 
Fig. 5.4 shows the efficiency for both topologies versus frequency when the motor is drawing 
the nominal current with the same maximum switching frequencies of the previous example. 
At maximum switching frequency of 20 kHz, the MMC efficiency is lower than the inverter 
efficiency by 1-4% in the constant torque region, and by 1-2% in the constant power region. 
At maximum switching frequency of 2 kHz, the MMC efficiency is lower than the inverter 
efficiency by 3-12% in the constant torque region, and by 3% in the constant power region. It 
can be also noticed that the efficiency of the MMC increases when the load current decreases; 
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conversely, the efficiency of the two-level inverter increases when the current increases. This 
reflects the fact that conduction losses changes with the load and are prevalent for the MMC; 
switching losses do not change substantially with the load and are prevalent for the two-level 
inverter [101]. 
Fig. 5.3: The efficiency for both topologies versus frequency at half full-load current [101]. 
Fig. 5.4: The efficiency for both topologies versus frequency at full-load current [101]. 
In summary, using a proper modulation strategy, the switching losses of the MMC are much 
lower than those of traditional inverters and the global efficiency is comparable and even higher 
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in some cases. The comparison does not consider the power losses of the cell balancing 
converter used for the traditional inverter and the variation of the efficiency of the traction 
motor, so the MMC is penalised. Moreover, the global efficiency remains almost constant also 
at low speed/voltage and light loads, whereas the efficiency of traditional inverters drastically 
decreases. When the speed and the load of the traction drive is reduced for most of the time, 
like the case of urban cycles, MMC traction drives operate with higher efficiency with 




This chapter describes the operating characteristics of the proposed MMC with embedded 
battery cells by means of numerical simulations obtained from Matlab/ Simulink (SimPower 
System Library). The simulation includes results for static and dynamic load and the recharge 
of the battery cells from the grid, assuming lossless switches.  
The chapter also includes a comparison between the level-shift and phase-shift modulation 
techniques in terms of the harmonic content of the output waveforms and comparative study 
of the cell equalising time between the proposed converter and a standard active BMS. 
6.1 Comparison between CD-SPWM & PSC-SPWM 
Fig. 6.1 shows the simulated line-to-line voltages obtained using CD-SPWM and PSC-
SPWM for different number of levels of the converter arm. The carrier frequency is set to 5 
kHz, the modulation index is set to 0.95, the frequency of the modulating wave is set to 50 Hz 
and the battery cells have a constant dc voltage equal to 3.7 V. Table 6.1 and Fig. 6.2 summarise 
the values of the THD for each modulation technique and for a different number of levels. It 
can be observed that the CD-SPWM scheme produces a level of harmonic distortion of the 
line-to-line voltages lower than that of the PSC-SPWM technique for every n. Therefore, the 
CD-SPWM technique has been chosen in the following for the modulation of the voltage
waveforms. 
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Fig. 6.1: The simulated line-line voltages when the CD-SPWM and PSC-SPWM are applied. 






2 37.39 46.89 
4 17.23 27.36 
6 11.55 18.27 
8 9.05 12.5 
Fig. 6.2: THD versus n. 
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6.2 MMC with a static RL load 
The proposed MMC has been initially simulated with a static RL load. Table 6.2 and Table 
6.3 summarise the circuit parameters and the control gains used for the simulation. In this 
example, the converter has 38 Li-ion cells per arm and is controlled with the CD-THIPWM 
scheme switching frequency of 2 kHz. Since the nominal voltage of a single cell is equal to 
3.7 V, the maximum rms value of the line-to-line output voltage is 100 V. The battery cells 
have been discharged with two different current, at the nominal load current and half of the 
nominal current. Fig. 6.3 shows the dq-axis components of the load current and the 
active/reactive power drawn by the inductive load. 
Fig. 6.3: The dq-components of load current, active, and reactive load power. 
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In order to verify the capability of the control algorithm of balancing the SOC of the cells, 
the simulation starts from an unbalanced condition of the cells. The initial state of charge of 
the cells has been randomly chosen between 70% and 100%. The battery cells have been 
modelled using equation (3.15). Table 6.4 summarises the data of the simulated Li-ion battery 
cell. 
Table 6.2: Circuit Parameters used for Simulation 
Load active power P 40 kW 
Load power factor cos 0.85 
Nominal line-line rms voltage Vn 100 V 
Nominal rms current In 270 A 
Nominal frequency fn 50 Hz 
Switching frequency fsw 2 kHz 
Arm inductor L 50 µH 
Nominal cell capacity Q 12.8 Ah 
Nominal cell voltage Vc 3.7 V 
Control time step Ts 50 µs 
Number of cells per each arm n 38 
Table 6.3: Control gains used for simulation. 
fn = 0.004 Hz 
ζ  = 35.3553 
Proportional gain of leg-energy control k1 8.2339×104 A 
Integral gain of leg-energy control k2 29.2658 A/s 
fn = 0.002 Hz 
ζ  = 35.3553 
Proportional gain of arm-energy control k3 -8.2339×104 A
Integral gain of arm-energy control k4 -14.6329 A/(s)
T = 0.11254 ms Proportional gain of circulating current control k5 4.7445 Ω 
fn = 1 kHz 
ζ  = 0.707 
Proportional gain of load current control k6 3.3883 Ω 
Integral gain of load current control k7 1.5054×104  Ω/s 
Note: The relations between the control gains and the closed loop natural frequency fn, the time constant T, and 
the damping ratio ζ are given in Appendix C. 
Table 6.4: Data of the simulated Li-ion cell 
E0 [V] K  [V/(Ah)] R [mΩ] A [V] B [Ah-1] Q [Ah] 
4.0252 0.00026633 0.14375 0.29595 4.7445 12.87 
The diagram of the SOC of all the cells of the converter is reported in Fig. 6.4 when the 
battery cells have been discharged with two different current, at the nominal load current and 
half of the nominal current. In the first part of the cycle, the cells with higher SOC are 
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discharged quicker, while the cells with lower SOC are recharged until all the cells have the 
same SOC after about 420 s. The arm and circulating currents are also presented in Fig. 6.4 at 
t = 10 s and t = 420 s, respectively. The arm currents consist of two components, the load 
current and the circulating current, the load currents are not affected by the SOC balancing 
control and the circulating currents are used to balance the converter arms and legs. The 
circulating currents have been calculated using (3.2). At t = 10 s, the arm currents are not 
balanced because of the circulating currents generated by the phase-leg and arm energy 
controllers. It is worth noting that both controllers have been saturated with an anti-windup so 
the arm current is limited to 105% of the nominal load current. When the battery cells have 
been totally balanced at t = 410 s, the converter arm currents become balanced and the 
circulating currents become very small.  
Fig. 6.4: SOCs of the 228 battery cells, arm and circulating currents at 10 s and 420 s. 
Fig. 6.5 (a) and (b) show the line voltage and current when the battery cells are discharged 
at nominal and half nominal load current, respectively. It is clear that they are not affected by 
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the SOC balancing control and that the MMC produces very high quality voltage with very 
small THD and negligible distortion of load current even at high power factors. Table 6.5 
summarises the THD of both line voltage and current when the cells were discharged at 
nominal and half nominal load currents. 
Fig. 6.5: Steady state line-to-line voltages and line currents: (a) Nominal load current. (b) 
Half nominal load current. 
Table 6.5: The THD of line voltage and current. 
In [A] THD of the line voltage [%] THD of the line current [%] 
270 1.44 0.03 
135 2.72 0.07 
Fig. 6.6 (a) shows the transient waveforms for the discharge operation from the nominal load 
current to the half nominal load current with a step change of the reference load current from 
270 A to 135 A, while Fig. 6.6 (b) shows the transient waveforms for the step change of the 
reference load current from 135 A to 270 A. These waveforms confirm stable operations of the 




Fig. 6.6: Step-change of the load: (a) load current changed from 270 A to 135 A. (b) load 
current changed from 135 A to 270 A. 
 
 
6.3 MMC driving an induction motor 
The proposed converter has been simulated as part of the electric drive of a battery EV. In 
order to obtain realistic results, the public data of an existing electric car (Nissan Leaf) have 
been used for the simulation [105] and reported in Table 6.7. Table 6.6 summarises the 
parameters of the converter, whereas Table 6.8 indicates the motor data. In this simulation, the 
MMC has 84 cells (4.2 V / 12.8 Ah) per arm, with a maximum line voltage of 220 V rms.  The 
initial imbalance of the SOC of the cells has been assumed equal to 40%. The battery cells have 
been modelled using equation (3.15) and the cells data are reported in Table 6.4. The converter 
is controlled with a CD-THISPWM scheme with a switching frequency of 4 kHz. The 
electromagnetic torque, Tel, developed by the machine is given by: 






JJTT   (6.1) 
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where TL is the load torque of the machine, d1, d2, and d3 are three constants depending on the 
aerodynamic and friction of the car, Jm is the inertia of the machine and Jeq is the equivalent 














mJ veq  (6.2) 
where mv is the vehicle weight in [kg], D is the wheel diameter in [m], and τ is the transmission 
ratio. Table 6.9 summarises all parameters used for the mechanical model and Table 6.10 
summarises the control gains used for simulation. 
 
Table 6.6: Converter Parameters used for Simulation. 
Arm inductor L 50 µH 
Nominal cell capacity Q 12.8 Ah 
Nominal cell voltage Vc 3.7 V 
Control time step Ts 20 µs 
Number of cells per each arm n 84 
Switching frequency fsw 4 kHz 
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Table 6.9: Parameters used for the mechanical model. 
d1 [N.m.s] d2 [N.m.s2] d3 [N.m.s3] Jeq [kg.m2] Jm [kg.m2] 






Table 6.10: Control gains of energy balance control, circulating current control, motor speed 
control, motor current control and motor flux control used for simulation. 
fn = 0.0004 Hz 
ζ  = 35.3553 
Proportional gain of leg-energy control k1 8.2339×103 A 
Integral gain of leg-energy control k2 0.2927 A/s 
fn = 0.0002 Hz 
ζ  = 35.3553 
Proportional gain of arm-energy control k3 -8.2339×103 A
Integral gain of arm-energy control k4 -0.1463 A/s
T =0.11254 ms Proportional gain of circulating current control k5 0.4443 Ω 
fn = 50 Hz 
ζ  = 0.707 
Proportional gain of motor speed control k8 1.0459×103 kg m2 s 
Integral gain of motor speed control k9 2.3233×105 kg m2 
fn = 300 Hz 
ζ  = 0.707 
Proportional gain of motor current control k10 0.6807 Ω 
Integral gain of motor current control k11 907.2383 (V s)/A 
fn = 5 Hz 
ζ  = 0.707 
Proportional gain of motor flux control k12 9.5647×102 A/wb 
Integral gain of motor flux control k13 2.4101×104 A s wb 
Note: The relations between the control gains and the closed loop natural frequency fn, the time constant T, and 
the damping ratio ζ are given in Appendix C. 
Fig. 6.7 shows the motor speed, torque, mechanical power, and flux when the vehicle 
accelerates from 0 to 100 km/h. In the constant torque region, the machine operates at the rated 
value of the air-gap flux to produce a maximum torque of 280 Nm. In the constant power 
region, the machine flux and the torque decrease with an inverse law of the motor speed to 
produce a maximum mechanical power of 80 kW. The time to accelerate the vehicle from 0 to 
100 km/h is about 11.9 s in agreement with the data of the manufacturer [105]. 
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Fig. 6.7: The machine speed, torque, power, and flux. 
The balancing capabilities of the converter have been tested supposing that the vehicle 
travels on the New European Driving Cycle (NEDC), shown in Fig. 6.8. The NEDC combines 
the Urban Driving Cycle (UDC), which is repeated four consecutive times, and the Extra-
Urban Driving Cycle (EUDC), which has a maximum speed of 120 km/h [107].  
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Fig. 6.8: The NEDC and the load torque. 
Fig. 6.9 shows the motor line voltages and line currents when the vehicle accelerates from 
standstill to a speed of 15 km/h in 4 seconds. The simulation shows that the converter produces 
the required torque at low speed without any overcurrent. This is because the power is 
generated within the sub-modules, so this MMC does not suffer from the high voltage ripple 




Fig. 6.9: Motor line-to-line voltages and currents when the vehicle accelerates from 0 to 15 
km/h. 
Fig. 6.10 shows the motor speed and cells’ SOC. This result shows that a proper speed of 
the motor is obtainable for the whole driving cycle. Moreover, the SOC balancing control 




Fig. 6.10: The motor speed and SOCs of battery cells [101]. 
The effect of SOC balancing control on the arm currents, circulating currents, motor line-to-
line voltages and motor line currents are measured during and after the balancing at t = 14 s 
and t = 887 s. Fig. 6.11 shows the converter arm and circulating currents whereas Fig. 6.12 
shows the motor line-to-line voltages and line currents. The circulating currents are dependent 
on the energy arm/leg unbalancing of converter. Since the converter legs and arms have 
different initial energy, the leg-energy balance controllers inject dc and fundamental 
components to the circulating currents in order to balance the cells. When the balancing is 
complete, the converter legs and arms are balanced and the circulating currents decrease to 
zero. It is worth noting that the load currents are always balanced regardless of the SOC 




Fig. 6.11: The converter arm and circulating currents at t = 14 s and t = 887 s. 
 
 
Fig. 6.12: The motor line-to-line voltages and line currents at t = 14 s and t = 887 s. 
Fig. 6.13 shows the q-axis component of the stator current and the machine torque, while 
Fig. 6.14 shows the d-axis component of the stator current and the magnitude of rotor flux. 
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These figures confirm that the vector control can be achieved for the full frequency range of 
the motor. 
 




Fig. 6.14: The d-axis component of stator current and the magnitude of rotor flux. 
 
Fig. 6.15 shows the motor electric power, electric frequency and the rms value of motor 
voltage and current respectively. Using equations (5.15) and (5.16), the switching and 
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conduction losses are calculated for the NEDC to estimate the converter efficiency of the 
proposed MMC and compare the result with the efficiency of a two-level inverter. The result 
of the comparison is illustrated in Fig. 6.16. The left part of Fig. 6.16 shows the vehicle speed, 
the estimated switching and condition losses, and the efficiency for both topologies during one 
consecutive time of the UDC, while the right part of the figure shows the vehicle speed, the 
estimated switching and condition losses, and the efficiency for both topologies during the 
EUDC. The results show that MMC has most of the time a better efficiency. This result is in 
agreement with the conclusion of chapter 5, because for a urban cycle or a predominantly urban 
cycle, the drive works for most of the time with a power lower than the maximum value. 
Therefore, the MMC is particularly suitable for battery EV, where the average efficiency of the 
drive across a wide power range is more important than the peak efficiency. 
 





Fig. 6.16: The converter efficiency, switching and conductions losses [101]. 
 
 
6.4 MMC recharging battery cells from the grid  
6.4.1 PLL for a three-phase utility interface 
A closed loop PLL algorithm has been developed to interface the MMC with a three-phase 
grid. Fig. 6.17 shows the response of the PLL when the closed loop natural frequency fn is 
equal to 50 Hz, 100 Hz and 1 kHz, respectively. In this simulation, the damping ratio ζ is set 
to 0.707 and the peak of the grid phase voltage is 311 V. The gains of the loop filter are k14 = 
2.4734, 4.9467, and 49.4673 and k15 = 549.4431, 2.1978×103, and 2.1978×105, respectively. 
As expected from theory, the designed PLL is capable of reconstructing the phase and 
frequency information of the grid for all cases and higher bandwidth of the controller gives a 




Fig. 6.17: Simulated results of three-phase PLL system: actual and estimated grid phase 
voltages, angular position, and the d-axis components of grid voltage. 
 
 
6.4.2 Stationary charge/discharge of the batteries 
In order to prove the possibilities for stationary charge/discharge of the battery cells, the 
proposed MMC has been connected to a three-phase grid. In this simulation, the MMC has 84 
cells (4.2 V / 12.8 Ah) per arm, with a maximum line voltage of 220 V rms. The battery cells 
have been modelled using equation (3.15) and the data of the Li-Ion cell are given in Table 6.4. 
In order to obtain a linear modulation, the MMC is connected to a 220 V, 50 Hz ideal three-
phase voltage source with a standard maximum charge power of 44 kW. It has been assumed 
that the grid frequency randomly changes within the limits specified by the electricity supply 
regulations (i.e. ±1% of nominal grid frequency). The control of the converter is based on a 
sampling time of 50 μs and the control gains of both PLL and current controllers are 
summarised in Table 6.11. In order to show the balancing capability of the proposed converter, 
the initial SOCs of battery cells have been set to random values between 30% and 60% and 
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then repetitively charged and discharged at the rated power of 44 kW.  
Table 6.11: Control gains of energy balance control, circulating current control, PLL and the 
grid current control used for simulation. 
fn = 0.0004 Hz 
ζ  = 35.3553 
Proportional gain of leg-energy control k1 8.2339×103 A 
Integral gain of leg-energy control k2 0.2927 A/s 
fn = 0.0002 Hz 
ζ  = 35.3553 
Proportional gain of arm-energy control k3 -8.2339×103 A 
Integral gain of arm-energy control k4 -0.1463 A/s 
T = 0.11254 ms Proportional gain of circulating current control k5 0.4443 Ω 
fn = 1.5 kHz 
ζ  = 0.707 
Proportional gain of PLL control k14 4.9467 rad/(V s) 
Integral gain of PLL control k15 2.1978×103 rad/(V s2) 
fn = 1 kHz 
ζ  = 0.707 
Proportional gain of grid current control k16 0.2221 Ω 
Integral gain of grid current control k17 986.9604 (V s)/A 
Note: The relations between the control gains and the closed loop natural frequency fn, the time constant T, and 
the damping ratio ζ are given in Appendix C. 
 
The response of the PLL is presented in Fig. 6.18. A low closed-loop bandwidth of 100 Hz 
with damping ratio equal to 0.707 has been chosen to reduce the tracking errors due to distorted 
utility conditions, such as the phase unbalancing, harmonics, offset caused by nonlinear loads 




Fig. 6.18: Simulation of the three-phase PLL: angular position, actual and estimated grid 
phase voltages and dq-axis components of the grid voltage. 
Fig. 6.19 shows the grid active and reactive powers, the d-axis and q-axis components of the 
line current and the SOC of the battery cells. The SOC-balancing control is effective also for 




Fig. 6.19: Simulated waveforms with repetitive charging and discharging of the battery cells. 
Fig. 6.20 shows the converter arm and circulating currents, during charging at 44 kW (a) and 
discharging at 44 kW (b). Since the converter legs and arms have different initial energy, the 
leg-energy balance controllers inject the dc and the fundamental components to the circulating 
currents in order to achieve energy arm/leg balance, as shown in Fig. 6.20 (a). When the 
balancing is complete, the converter legs and arms are balanced and then the circulating 




Fig. 6.20: Converter arm and circulating currents. 
Fig. 6.21 shows the simulated arm voltages, grid phase voltages and line currents during the 
recharge at 44 kW (a) and the discharge at 44 kW (b). When the battery cells are recharged, 
the waveforms vk and ik are in phase showing that the converter operates at (nearly) unity power 
factor. The same applies when the battery cells are discharged and vk and ik are out of phase of 
180◦. 
It is worth noting that unlike traditional two-level converters, the MMC produces a high 






Fig. 6.21: Converter top/bottom arm voltages, grid phase voltages, and line currents. 
6.4.3 Stationary recharge of battery cells  
The MMC is the same as the previous section and the battery cells have been recharged up 
to 100% starting from an initial SOC of 10%, supposed to be the same for all the battery cells. 
The MMC is connected to a 220 V, 50 Hz ideal three-phase voltage source with a standard 
maximum charge power of 44 kW.  
In order to preserve the life of battery cells, the recharge current is constant until the cells 
reach their maximum voltage. Thereafter, the voltage is maintained constant until the recharge 
is complete. The quadrature component of the grid current is set to 0 to have a recharge at 
(nearly) unity power factor. The direct component of the grid current is set according to 
equation (4.55). 
The SOC, current and voltage of one cell are reported during the recharge process in Fig. 
6.22. The cell is initially recharged with a constant current until it reaches its maximum voltage, 





Fig. 6.22: Cell SOC, voltage, and current. 
The top figure of Fig. 6.23 shows the line currents drawn by the MMC, the middle figure 
shows the d-axis and q-axis components of the line currents and the bottom figure shows the 
power drawn by the grid during the recharge process. The grid current is almost sinusoidal 
during the whole recharge process. In the constant current region, the power drawn by the grid 
is linearly proportional to the cell voltage and increases from 42 kW to 44 kW. When the SOC 
approaches the full charge, the power goes down to zero for unity SOC. The battery cells are 
completely recharged in about 34 minutes, in agreement with the figures given by the 




Fig. 6.23: Line currents drawn by the MMC, d-axis and q-axis components of the line 
currents, and powers drawn by the grid. 
 
6.4.4 Effectiveness of the SOC balancing control 
In order to show the balancing capability of the proposed converter during the recharge 
process, the SOC of the battery cells have been selected with a maximum imbalance of 20% 
and an initial SOC between 10% and 30%. 
Fig. 6.24 shows that the SOC of all battery cells is balanced within 20 minutes, while the 




Fig. 6.24: The SOCs of cells. 
The detail of the voltage, current, and SOC of three representative cells within one arm are 
reported in Fig. 6.25. The cells have initially SOC of 10%, 20%, and 30%. When the SOC-
balancing control is started, the cell with the highest SOC is charged slower than the cell with 
the lowest SOC, as confirmed by the diagrams of the recharge currents.  
 
Fig. 6.25: Cell SOC, current, voltage. 
The arm current, circulating current, grid current and active and reactive powers have diagrams 
very similar to the case presented in section 6.4.3. 
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6.5 Comparison with other battery management systems 
The proposed MMC has been compared with the active BMS topologies reviewed in chapter 
two. Table 6.12 shows the number of elements required by the different BMSs and provides a 
comparison in terms of size, cost, equalising time and efficiency. Capacitor base methods have 
smaller energy losses in comparison with inductor/transformer and converter base methods, 
but longer equalisation time. The SSC has the smallest energy losses and acceptable 
equalisation time when compared with the SC, DTSC, and MSC [77]. 
On the other hand, MWT and MSI have an equalisation time smaller than that of capacitor 
base methods, but they are not suitable for Li-ion batteries because they are based on the 
voltage differences between cells, which are not so evident in Li-Ion batteries. MWT and MSI 
use high number of inductors and iron cores, so they have the largest sizes and the highest 
losses due to the magnetic cores. SWT and SSI have fast equalisation speed and low additional 
core losses, but they require a complex control. For SWT, the core must be changed to add one 
or more cells. Filtering capacitors are needed for SSI when a high switching frequency is used. 
BBC topology has the smallest equalisation time with acceptable energy losses if compared to 
FbC, CC, and RC methods [14], [77]. 
Unlike traditional BMSs, the proposed MMC uses the load current to balance the battery 
cells. Therefore, the cells can be quickly balanced without the losses of the extra hardware 
required by other BMS. None of the devices used in the proposed topology has high voltage 
stress issues, reducing the hardware costs. In the practical design, the half-bridge converters 
and their drivers are mounted on the battery cells and, hence, the power cables and sensing 
wires are very short and light. As a result, the MMC has the smallest equalisation time and 
energy losses with acceptable size and cost in comparisons with all aforementioned BMSs [77]. 
123 
 
Table 6.12: Comparison of the proposed MMC with different BMSs [77]. 
Topology L C SW D IC Size Cost Equalizing 
Time 
Efficiency 
SC 0 N – 1 2N 0 0 + + ± +++ 
DTSC 0 (3N – 3)/2 2N 0 0 + + ++ +++ 
SSC 0 1 N + 5 0 0 ++ ++ + +++ 
MSC 0 N – 1 2N +2m  0 0 + + + +++ 
MSI N – 1 0 2N – 2 0 0 + + ++ ++ 
SSI 1 0 2N 2N – 2 0 + + ++ ++ 
SWT 2 0 N + 6 0 1 + ± + + 
MWT N + 1 0 2 0 1 ± ± + + 
BBC 1 1 N + 7 0 0 + + +++ +++ 
CC 2N – 2 N – 1 2N – 2 0 0 + + ++ ++ 
FbC 2N 1 2N 0 N ± ± + + 
RC N/2 N N N 1 ± ± + + 
MMC 6 0 2N 0 0 + + +++ +++ 
L: Inductor, C: Capacitor, SW: Switch, D: Diode, IC: Iron Core,  
N: number of cells, m: number of modules, 
+++: Excellent, ++: Very good, +: Good, ±: Satisfactory, and – –: Poor. 
 
The equalising time of the proposed MMC has been compared to the standard active cell 
balancing proposed in [108]. For the purpose of the comparison, the proposed converter has 
been tested with 8 Li-ion batteries (4.2 V / 10 Ah) per arm with a highly inductive load of 10 A. 
In agreement with [108], the highest voltage of cell C1 has initial voltage of 4.17 V, the lowest 
voltage of cell C8 has initial voltage of 3.17 V and the voltages of the remaining cells (C2 ~ 
C7) are ~ 3.67 V [77]. 
Fig. 6.26 shows that the voltage difference between cell 1 and cell 8 decreases from 1.0 V 
to 0.5 V in 46 minutes compared to 180 min necessary for the BMS proposed in [108]. The 
reason of the very low equalisation time of the proposed circuit is because the balancing current 
can be up to the full load current of the traction converter, without the limitations of the low-
power balancing circuits of standard BMSs (equal to 6 A for the circuit in [108]). In the 
proposed converter, the circulating current can be designed according to the desired recharge 
current of the battery cells and the equalising time. Fig. 6.27 shows that the proposed controller 








Fig. 6.27: SOCs of 48 cells, transient and steady state load voltages and currents [77]. 
 
It is worth to note that the high-frequency pulsed currents in battery cells, during either 
charging or discharging the cells, are not useful for the power transfer and can affect the 
lifetime of battery cells. However, the effect of high-frequency pulsed currents is similar for 
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both two-level inverters and MMCs. For two-level inverters, the situation is even worse, 
because the switching frequency is much higher than that of MMCs. The analysis of ageing 
effects of pulsed current involves different ageing phenomena such as: 
 Movement of additional electric charge; 
 Increase of the operating temperature; 
 Variation of the operating voltage. 
Some of the authors are currently studying ageing phenomena of lithium batteries [111], but 
the analysis is complex and there is still a significant gap on this subject in the technical 
literature. On the other hand, the proposed MMC has 84 SMs per each arm to generate a 
maximum line voltage of 220 V rms as explained in the simulation part. Therefore, the THD 
of the converter output voltages is very small (THD < 1 %) even if the SMs are switched at 
low value of maximum switching frequency. Therefore, the carrier frequency can be set to 
equal the motor electric frequency in order to eliminate the effect of the high-frequency pulsed 
currents in battery cells. 
In summary, a set of simulation studies in the Matlab/ Simulink environment are presented 
in this chapter to confirm the validity of the converter control strategy as well as the theory 
developed. The simulation includes results for static and dynamic load and the recharge of the 
battery cells from the grid, using a model of a commercially available city car. The simulation 
results demonstrate that the proposed MMC can effectively provide SOC balancing for the 
cells under both steady and dynamic operating state. The chapter has also demonstrated that 
the proposed converter can effectively ensure the balance of cells during the recharge, even in 
the worst case scenario where an inhomogeneous distribution of the state of charge is assumed 
as initial condition. 
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Chapter 7  
Prototype Design of MMC for 
Traction Drives 
 
This chapter describes the design of all the hardware and software components of the 
proposed MMC and the practical implementation of a small-scale laboratory prototype with 
four sub-modules per arm. 
7.1 Hardware components of the MMC 
7.1.1 MosFETs 
MosFETs are the devices of choice for low voltage applications due to their low on-state 
losses, fast switching speeds and high gate impedance. For a gate voltage below the threshold 
value, typically in a range of 2-4 V, MosFETs are completely off. Above the threshold value, 
the drain current depends on the gate voltage and the rated value is obtained when the gate 
voltage reaches approximately 15 V. The internal capacitances of MosFETs affect the turn-on 
and turn-off times, but they have no effect at steady-state [112], [113]. Two power MosFETs 
with a part number of IRF1324S-7PPbF, manufactured by International Rectifier, are used for 




7.1.2 Gate drivers 
A gate driver circuit has to be designed to drive the MosFETs according to the required 
switching times [114] and it is shown in Fig. 7.1. The function of gate drive is to supply/sink a 
current sufficient to charge/discharge the MosFET input capacitor. In order to achieve 
switching speeds of 100 ns or less, the gate drive circuit has a low-output impedance and 
capability to supply/sink relatively large currents [114]. 
The drive circuit is shown in Fig. 7.1 and generates two pulse signals, vdrive,a and vdrive,m to 
drive one SM of the MMC. The pulse signals are shifted to respect the switching sequence of 
the SM. The dead time between the two pulse signals is generated by the gate drive to avoid 
any short circuit across the battery cell. Since both logic pulse signals have a common terminal, 
c, the control signal vdrive,a needs to be referenced to the potential Vo at the source terminal of 
MosFET Sa. This implies that vdrive,a has to be shifted by Vo. Therefore, there is a need for 
isolating the pulse signals with interface circuits between the logic circuit and the MosFETs in 
order to achieve the appropriate level shifting. In a MMC, also the MosFET Sm cannot be gated 
without isolation because of the multiple series connected SMs [113]. This can be done by 
adding isolated DC-DC converters to the drive circuit as shown in Fig. 7.1. A gate drive with 
a part number of L6384, manufactured by STMicroelectronics, is used for the experimental 
implementation of each SM drive circuit and two isolated DC-DC converters with a part 
numbers of ISF0515A, manufactured by XP Power, are added to the drive circuit.  
7.1.3 Optocouplers 
An optocoupler is used to interface the logic circuit with the MosFET gate terminals in order 
to obtain the required level shifting. It combines an infrared light-emitting diode (ILED) and a 
silicon phototransistor. The input signal is applied to the ILED and the output is taken from the 
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phototransistor. The typical rise and fall times of phototransistors are 2-5 µs. The 
phototransistors require a separate power supply that increases the complexity, cost, and weight 
of the drive circuits [113]. Two optocouplers with a part number of FOD3180, manufactured 
by Fairchild Semiconductor, are used for the experimental implementation of each SM drive 
circuit.  
Fig. 7.1: Layout of one SM and its drive circuit. 
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7.1.4 RC-Snubber circuit 
The function of the snubber circuit is to limit the dv/dt across the devices to reduce the 
switching losses [113]. Fig. 7.1 shows the turn-off snubber circuit, consisting of a capacitor, a 
diode, and a resistor connected across the drain and source terminals of the MosFET. At the 
device turn-off, the current is diverted into the snubber capacitor Cs through the diode Ds. The 
device voltage is clamped to the capacitor voltage, which is initially zero. The larger the 
capacitor, the slower the rise of the device voltage for a given load current. 
Fig. 7.2 (a) shows the turn-off device voltage vsw and current isw, where it has been assumed 
that the voltage rise time is short compared with the current fall time, given by the following 
equation [115]: 
)./1( fimsw ttii  (7.1) 
Fig. 7.2 (b) shows the turn-off switch voltage for different values of snubber capacitance. 
The MosFET tail current has been neglected. For low capacitance values, the snubber capacitor 
may charge to vcell before the drain current has fallen to zero. For larger capacitance, the drain 
current reaches zero before the capacitor has charged to vcell [115]. 
For analysis, the voltage rise time for an unaided switch is assumed zero. The device switch-




cell fimtivE  (7.2) 
When a snubber circuit is used, switching losses decrease as shown in Fig. 7.2 (c), but 
snubber losses increase. After the turn-off, the capacitor is charged to the cell voltage vcell. The 




cellvCE sC  (7.3) 
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This stored energy is subsequently dissipated across the snubber circuit resistor at the next 
turn-on of the device [115]. 
Fig. 7.2: Switch turn-off waveforms: (a) Turn-off without snubber circuit (b) Turn-off with 
small and large snubber capacitances (c) Switch power losses. 
7.1.5 NI CompactRIO  
A NI CompactRIO has been used for the measurement, signal processing and control of the 
converter. The NI CompactRIO is a reconfigurable embedded control and acquisition system. 
It consists of I/O modules, a reconfigurable field programmable gate array (FPGA) chassis, 
and an embedded controller. CompactRIO is programmed with NI LabVIEW [116].  
Fig. 7.3 shows the block diagram of the control system used for the prototype built for this 
thesis. The top and bottom arm currents are measured as analogue input signals using the ADC 
blocks. When the converter is operated as a drive, the motor speed is also measured as analogue 
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input signal. When instead the converter is used as battery charger, the grid voltages are 
measured as analogue input signals. 
The FPGA unit has the following functions [77]: 
 generation of the voltage commands v*k;
 generation of the carrier signals with the carrier disposition SPWM technique;
 comparison of v*k with the corresponding triangular carrier signals to determine the number
of active SMs;
 perform the SOC balancing control algorithm.
Fig. 7.3: Control system used for the experiments. 
7.2 Design of support circuitry and the buffer inductors 
7.2.1 Gate resistor design 
The gate resistor Rg has been designed from the specification of the low peak value of the 
optocoupler output current and the MosFET. Assuming ideal voltage from the optocoupler, the 










where IOL is the low peak value of the optocoupler output current, Vcc is the supply voltage and 
VOL is low level value of the optocoupler output voltage. From the datasheet of the optocoupler 






 gg RR (7.5) 
7.2.2 Optocoupler input resistor design 
In order to limit the optocoupler input current, a resistor Ro must be added between the logic 
driver and the optocoupler. According to the datasheet of the optocoupler, the maximum 
average input current Imax of the optocoupler is 20 mA. To protect the optocoupler, 90 % of 






Ro   (7.6) 
where Vdrive,max is the maximum average output voltage of the logic driver circuit, which can be 
calculated as: 
,maxmaxdrive, DHVV   (7.7) 
being δmax is the maximum duty cycle and VDH is the high peak output voltage from logic driver 
circuit. From the datasheet of the gate driver, VDH = 15 V and δmax = 95 %. By substituting 




 oo RR (7.8) 
7.2.3 Snubber circuit design 










Ci  (7.9) 
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Each arm of the converter is designed to carry a maximum current of 25 A. Therefore, the 
device current is assumed to be 25 A and the turn-off linear current time has been measured 
without considering the snubber circuit (tfi = 400 ns). Substitution these values in (7.10), the 
snubber capacitance is calculated as: 
μF. 3.3μF 703.2)V 7.3/()ns 400)(A 25(  ss CC (7.10) 
The snubber capacitor is discharged at switch turn-on and must be discharged within the 
switch minimum on-time, ton,min. This means that the time constant of the RC-snubber circuit 
must be much smaller than ton,min. 
.tCR on,ss min (7.11) 
Assuming a minimum duty cycle of 5% (δmin = 5%.), a maximum switching frequency of 10 











The discharge resistor power rating, P0.3Ω, is independent on the resistance and it is given by:





 30  swcells fvCP (7.13) 
7.2.4 Design of the buffer inductors 
The buffer inductors have the functions to absorb the instantaneous voltage difference 
between the converter arms and filter the circulating currents. The current flowing through an 
arm inductor is equal to the arm current. Therefore, the steady-state magnitude of the voltage 
drop across the inductor |ΔvL| can be calculated as: 
,Δ armILvL  (7.14) 
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where |Iarm| is the steady state magnitude of the arm current, which depends on the peak of both 
load current and the injected circulating current during cell balancing. The maximum value of 





III  (7.15) 
where Imn is the nominal peak value of the load current (Imn = √2 × 50 A) and Icir,1,max is the 
maximum peak value of the injected circulating current during cell balancing, which has been 
set to 5% of Imn. With these assumptions, the maximum steady-state magnitude of the voltage 
drop across the inductor, |ΔvL|max, is equal to: 
.55.0Δ
maxarmmax mnL
ILILv   (7.16) 
Assuming that this voltage drop is 8% of the nominal peak value of the load voltage Vmn and 
that the maximum operating frequency of the converter is two times the nominal motor 




























7.3 Circuit implementation 
A complete small-scale prototype of the proposed MMC with four sub-modules per arm has 
been built in the laboratory. The practical design of a complete SM with a Li-ion battery cell, 
the MosFET based half-bridge and the drive circuit is shown in Fig. 7.4. The complete 
prototype is shown in Fig. 7.5. 
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Fig. 7.4: Experimental implementation of one SM: (a) Drive circuit. (b) Power circuit. 
Fig. 7.5: Prototype of a 5-level MMC with embedded lithium-ion batteries. 
In summary, this chapter gives an overall review of all the hardware and software 
components (i.e. MosFETs, gate drives, optocouplers, RC-snubber circuits, and NI 
CompactRIO) of the proposed MMC.  The chapter also provides guidelines for the design of 
the converter support circuitry and the buffer inductor. Finally, it shows the experimental 





In this chapter, the simulation work has been experimentally verified with the lab prototype 
of MMC with 4 SMs per arm. The experimental tests have been focussed on the viability of 
the proposed converter for traction application, the effectiveness of the cell balancing control 
and the validation of the power loss model. Finally, the chapter shows experimental results for 
the recharge control algorithm from the three-phase utility grid at (nearly) unity power.  
8.1 Preliminary tests on dead time, level shifting and snubber 
circuits 
The dead time between the output signals of the high voltage and low voltage gate drivers 
can be set connecting a dead time resistor Rdt between pin 3 and pin 4 (ground) of the logic 
driver, as shown in Fig. 8.1. The value of Rdt determines the value of the dead time and the 
relationship between the value of Rdt and the dead time is shown in Fig. 8.1. A dead time 
resistor of 100 kΩ has been chosen, leading to a dead time of 1 µs, as confirmed by the gate 
signals shown in Fig. 8.2. 
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Fig. 8.1: Dead time versus Rdt and connection of dead time resistor (inset). 
Fig. 8.2: Dead time test. 
In order to check the level shifting between the gate signals, both gate signals have been 
measured with respect to the source terminal of the MosFET Sm and the results are shown in 
Fig. 8.3. It can be noticed that vg,a is shifted by 3.7 V, which is the SM output voltage. This 
confirms that the required level shifting and isolation of gate signal with respect to the ground 




Fig. 8.3: Level shifting test. 
Fig. 8.4 illustrates the turn-off voltage, current, and energy associated to a MosFETs in one 
of the SMs with/without connecting the snubber circuit. It is clear that at the switching instant 
there is a significant spike and ringing of the voltage across the MosFET when the snubber 
circuit is not connected. The ringing causes a significant increase of the switching losses and 
of the electromagnetic interference (EMI) noise, which may affect the normal operation of the 
SM. In addition, a higher voltage stress requires a higher voltage rating for the MosFET, which 
results in higher conduction losses due to the higher on-state resistance. On the other hand, it 
is clear that the snubber circuit eliminates both the spikes and the ringing, with consequent 




Fig. 8.4: Snubber circuit test. (The area under the instantaneous switch power curve 
represents the switch energy losses)  
8.2 Converter test under no load conditions 
The converter is designed to drive a traction motor and, hence, the number of active levels 
is dependent on the voltage amplitude required at the output terminals. Due to the modular 
design of the converter, the number of levels can be adjusted by changing the modulation index 
and the output voltage is regulated through the SPWM of the last level. When a variable 
frequency is required, this control allows a quick variation of the voltage level in a way 
completely similar to traditional two-level inverters. In order to verify the experimental 
response of the converter to a variation of the output voltage and frequency, the tests have been 
made with a Volt/Hertz constant control at four modulation indices and frequencies with a 
constant modulation frequency ratio of 21. The experimental tests have also been compared 
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with the simulations. Fig. 8.5 shows both simulated and experimental line-to-line voltages for 
the different output frequencies and voltages: The larger the number of levels, the smaller THD 
of output voltage. Table 8.1 compares the results between the simulation and the experiment 
based on the THD and the peak value of the fundamental component, V1,peak. Both results show 
a close agreement and highlight the small distortion of the voltage generated by the proposed 
MMC. Therefore, it is expected that the losses of the traction motor are also significantly 
reduced. In order to quantify the improvement of motor efficiency with a higher number of 
levels, a simulation has been carried out supplying the induction motor with the same voltage 
amplitude and frequency and with the same output torque. The result is shown in Fig. 8.6 where 
it is evident that an increment of the efficiency of about 0.8% has to be expected, with a 
significant impact on the driving efficiency of the battery EV [77]. It is worth noting that the 
motor core losses (eddy currents and hysteresis losses) have not been included when the 
machine efficiency has been calculated. 







 practical results 
THD[%]       V1,peak [V] 
 
simulation results 
THD[%]       V1,peak [V] 
 
0.25 12.5 2 70.49 3.221 68.57 3.213 
0.5 25 3 37.72 6.420 35.35 6.417 
0.75 37.5 4 23.37 9.866 23.33 9.592 









Fig. 8.6: Motor efficiency for different number of converter levels. Note: in all conditions the 
motor power is 4 kW, the voltage is 400 V, the frequency is 50 Hz, the speed is 1430 rpm 
[77]. 
8.3 Experimental tests with a static load 
8.3.1 Resistive load 
The MMC prototype has been operated with a static resistive load to verify the effectiveness 
of cell balancing. In this experiment, the converter is controlled using SPWM with a 1.05 kHz 
switching frequency. Table 8.2 summarises the circuit parameters used for this experiment. For 
comparison purposes, numerical simulations have been carried out based on the circuit 
parameters used for the experiments. 
Fig. 8.7 shows both simulated and experimental waveforms of the load voltages and currents 
that confirm the correct operations of the converter. The figures also show that, although the 
MMC has only four cells per arm, the distortion of the current is small even for a resistive load, 
as predicted by the simulations. 
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To demonstrate the correct operations of the SOC balancing algorithm, the 24 Li-ion cells 
have been initially charged to different SOC values with a maximum SOC unbalancing of 
around 4.5%. The SOC of each cell has been estimated by using Coulomb counting method 
according to equation (3.14). The result in Fig. 8.8 shows a good agreement between simulated 
and experimental SOCs of all the battery cells. With the proposed controller, the SOCs of 
battery cells converge toward the same level and are balanced after about 1200 seconds. 
Table 8.2: Circuit parameters used for experiment. 
Load active power P 0.9 kW 
Load power factor cos 1.0 
Nominal line-line rms voltage Vn 10 V 
Nominal rms current In 50 A 
Nominal frequency fn 50 Hz 
Arm inductor L 22 µH 
Nominal battery capacity Q 10 Ah 
Nominal battery voltage Vcn 3.7 V 
Switching frequency fs 1.05 kHz 
Number of cells per each arm n 4 
 
 





Fig. 8.8:  Experimental and simulated SOCs of the battery cells of the proposed MMC. 
8.4 Experimental tests with an induction motor 
The MMC has been experimentally tested with an induction motor, whose data are given in 
Table 8.3. A 10V/400V, 1.2 kVA three-phase transformer has been used to boost the converter 
voltage to the level suitable for the motor. Table 8.4 summarises the circuit and battery 
parameters used for experiment. Fig. 8.9 shows the experimental implementation of the 
proposed converter driving the induction motor. 
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Fig. 8.9: Prototype of the 5-level MMC with embedded lithium-ion batteries driving a three-
phase induction motor. 
 
8.4.1 Estimation of the induction motor parameters 
The induction motor parameters have been estimated using the typical tests based on dc 
measurements, no-load and locked rotor conditions. Table 8.5 summarises the results of the 
three tests. 
Table 8.5: the results of DC, no-load and locked rotor conditions. 
 Voltage [V] Current [A]  Power factor angle [deg] 
DC-test 23.288 1.34 - 
locked rotor test 73.1 1.34 69 




In the dc-test, two terminals of the motor stator windings are connected to a variable dc 
power supply. The current is increased up to the nominal value and then the voltage across the 












R  (8.1) 
The value of Rs needs to be referred to a frequency of 50 Hz considering the skin effect and 
the conventional temperature of 75 °C. 
In the locked rotor test, a variable three-phase voltage source supplies the stator windings 
until the nominal current is reached. The values that are measured during this test are the 
voltage and the power factor. In this case, the magnitude of the sum of the stator and rotor 




eq Z  (8.2) 
and the sum of the stator and rotor resistances and reactances, Req and Xeq, are calculated as: 
 Ω; 15.15)69cos(3.42)cos(  eqrseq ZRRR  (8.3) 
where φ is the measured power factor angle. With this information, the rotor resistance referred 
to the stator windings is determined since the stator resistance has been already estimated by 
(8.1). Neglecting the skin effect and using the dc resistance test, the value of R'r is calculated 
as: 
  
Ω. 52.6 63798.815.15 
 seqr RRR  (8.4) 





 eqrseq ZXXX  (8.5) 
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where Xs is the total leakage reactance of stator windings and X'r is the total leakage reactance 
of rotor windings referred to the stator phase winding. 
Since the machine class is B type, the relation between Xs and X'r is given by the national 




rs XX   (8.6) 
Solving (8.5) and (8.6) yields: 
  Ω. 69.23Ω; 79.15  rs X     X  (8.7) 
In the no-load test a three-phase source supplies nominal voltage to the stator windings at 
the motor nominal frequency and the machine rotates without any load close to synchronous 
speed. The current is measured during this test. Neglecting the equivalent resistance 
representing the losses due to eddy current and hysteresis, the sum of the magnetising and stator 
reactances, Xnl, is calculated as: 










XXX  (8.8) 
where Vnl and Inl are the measured voltage and current under no-load conditions, respectively, 
and Xm is the machine self-reactance. With this equation Xm can be determined, since the stator 
reactance has been already calculated in (8.7) using the locked rotor test. The value of Xm is 
calculated as: 
 
Ω. 32.262 8.151.278 
 snlm XXX  (8.9) 
Table 8.6 summarises the estimated induction motor parameters referred to 50 Hz 
considering the skin effect and the conventional temperature of 75 °C. The motor inductances 
are calculated from the estimated reactances dividing by the radian frequency.   
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Table 8.6: Induction motor parameters for experiment. 
Rs Ls R'r L'r Lm 
8.64 Ω +10 % 50.27 mH 6.52 Ω 75.4 mH 835 mH 
 
8.4.2 Operations at constant speed  
The SOC balance capability of the proposed MMC has been validated again when the 
converter drives the motor, using an initial SOC imbalance of 44%. The motor rotates at 
nominal speed during the whole SOC balancing time. Fig. 8.10 shows the output voltages and 
currents at nominal motor speed. It is clear that the MMC produces output currents with a very 
small THD, due to the filtering effect of the motor. The small imbalance of the current is due 
to the asymmetry of the windings of the induction motor. Fig. 8.11 shows that the SOCs of all 
battery cells converge to a common value, validating the SOC balancing strategy even for a 
large initial imbalance of the cells [77]. Moreover, the converter output voltages and currents 
have been measured at t = 950 s and t = 1900 s in order to demonstrate that they are not affected 
by the balancing control. 
 





Fig. 8.11:  The SOCs of the 24 battery cells, output voltages and currents at 950 s and 1900 s, 
as taken from [77]. 
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8.4.3 Operations with variable speed  
The 24 Li-ion cells have been charged to different initial SOC values in order to test the SOC 
balancing during a drive cycle of the induction motor. The maximum SOC unbalancing 
between the cells is around 40% and the NEDC has been used as the reference speed for the 
induction motor. Table 8.7 summarises the control gains used for experiment and Fig. 8.12 
shows the illustration of the ‘gear changing’ of the switching frequency with the fundamental 
frequency used for the experiment. 
 
Fig. 8.12: The gear changing used for experiment. 
Table 8.7: Control gains used for experiment. 
fn = 0.0004 Hz 
ζ  = 35.3553 
Proportional gain of leg-energy control k1 6.3978×103 A 
Integral gain of leg-energy control k2 0.2247 A/(s) 
fn = 0.0002 Hz 
ζ  = 35.3553 
Proportional gain of arm-energy control k3 -6.3978×103 A 
Integral gain of arm-energy control k4 -0.1137 A/(s) 
T =0.11254 ms Proportional gain of circulating current control k5 0.1955 Ω 
fn = 0.2345Hz 
ζ  = 4.6942 
Proportional gain of motor speed control k8 0.6572 kg m2 s 
Integral gain of motor speed control k9 0.41264 kg m2 
fn = 3.2565 Hz 
ζ  = 40.9229 
Proportional gain of motor current control k10 50 Ω 
Integral gain of motor current control k11 50 Ω s 
Note: The relations between the control gains and the closed loop natural frequency fn, the time constant T, and 




The results shown in Fig. 8.13 from the top to the bottom are the motor reference speed and 
the measured motor speed, the converter output voltage and current measured at different motor 
speeds during the SOC balancing process, and the SOCs of all the battery cells. It is clear that 
the SOCs of all the battery cells of the converter converge toward the same level and are 
balanced after about 2,636 seconds. This result is in agreement with those of the simulation 
reported in Fig. 6.10, since the nominal current of the prototype is about 5 times smaller than 
that used for the simulations. The waveforms also confirm that the current is almost sinusoidal 



















Fig. 8.13: Motor speed, output voltage and current and SOCs of the battery cells [101]. 
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8.4.4 Validation of the loss calculation method  
In order to validate the efficiency of the proposed MMC, the switching and conduction losses 
have been measured for one SM at different motor speeds during the whole NEDC. All cells 
have been charged to the same initial SOC value. In this case, the estimated efficiency of one 
SM is approximately equal to the MMC efficiency, since the converter has identical SMs. The 
drain-source on-state resistance for the power MosFET of the prototype is 0.8 mΩ and its rated 
drain-source voltage is 20 V while the MosFET current and rise times are 240 ns and 93 ns, 
respectively [101]. 
The experimental switching waveforms of one MosFET are presented in Fig. 8.14, where 
the upper part shows the waveforms of the drain-source voltage and the drain current and the 
lower part shows the measured losses, with an ideal splitting between switching and conduction 
losses [101].  
Fig. 8.15 shows the converter output line voltage and current, the instantaneous power 
supplied by one batter cell and the instantaneous power losses of the SM at different motor 
speeds. The average input power and average power losses of the experiments are summarised 
in Table 8.8 and compared with the simulations. Both simulated and experimental efficiencies 
at different motor speeds show a close agreement, although the experimental MMC efficiency 
is slightly lower than the simulated efficiency by 1-2 % because of the dead time losses, which 








Fig. 8.15: Converter line voltage and current, instantaneous power of a Li-ion cell and 










of a Li-ion cell 
[W] 
Power losses 
of one SM 
[W] 
Experimental 
efficiency of the SM 
[%] 
Simulated 
efficiency of the 
SM [%] 
10.89 19.00 4.19 77.95 78.85 
16.99 15.60 2.42 84.49 85.14 
32.46 15.33 2.52 83.35 84.98 
49.06 12.11 2.32 80.84 82.04 
66.23 12.96 2.15 83.41 84.53 
 
8.5 Stationary recharge from a three-phase grid 
The recharge of battery cells has been verified connecting the implemented MMC to a 400 
V, 50 Hz three-phase grid. A 400 V/10 V, 1.2 kVA three-phase transformer is used to step 
down the grid voltage to the level suitable for the converter. In this experiment, the converter 
is controlled using SPWM with a 2.25 kHz switching frequency. Fig. 8.16 shows the 
experimental implementation of the proposed converter when it is connected to the grid. 
 
Fig. 8.16: Prototype of the 5-level grid-connected MMC with embedded lithium-ion batteries. 
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8.5.1 Implementation of the PLL for three-phase utility grid 
A three phase PLL has been designed and implemented in the NI CompactRIO to verify the 
simulated results. Fig. 8.17, Fig. 8.18, and Fig. 8.19 show the responses of the PLL system 
when the damping ratio is set to 0.707 and the closed-loop natural frequency is chosen equal 
to 50 Hz, 100 Hz, and 1 kHz, respectively. The grid line voltage is 400 V and the transformer 
output line voltage is 10 V. Under these conditions, the gains of the loop filter are k12 = 54.414, 
108.828, and 1.0883×103, and k13 = 1.2088×104, 4.8351×104, and 4.8351×106, respectively. 
The tests confirm that the designed PLL work according to the simulations shown in Fig. 6.17, 
with a faster dynamic response for a larger bandwidth of the controller.  
 
Fig. 8.17: Experimental results of three phase PLL system: actual and estimated grid phase 





Fig. 8.18: Experimental results of three phase PLL system: actual and estimated grid phase 
voltages, angular position, and the d-axis components of grid voltage (ζ = 0.707,  fn = 100 
Hz). 
 
Fig. 8.19: Experimental results of three phase PLL system: actual and estimated grid phase 
voltages, angular position, and the d-axis components of grid voltage (ζ = 0.707,  fn = 1 kHz). 
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8.5.2 Grid current control test 
In order to verify the response of the grid current controller, different step changes of the 
reference direct-axis component of the grid current have been applied, as shown in Fig. 8.20, 
while the reference quadrature component has been set to zero in order to obtain a (nearly) 
unity power factor during the recharge process of cells. The converter shows a good capability 
of tracking the reference components of the current. Fig. 8.20 also shows the experimental 
phase voltage at the output of the transformer, the phase current of the MMC and the converter 
line-to-line voltages measured at id  equal to 0 A, 10 A, 20 A and 30 A. Table 8.9 summarises 
the correspondent calculated distortion, displacement, and power factors. It is clear from the 
results that the grid current is almost sinusoidal for all the conditions shown in the figures and 
the converter recharges the cells at (nearly) unity power factor. The distortion factor is slightly 
lower for low grid current because the grid voltages are not symmetrical. Therefore, when the 
current drawn by the converter increases, the power factor is closer to unity because the 




Fig. 8.20: Experimental results of the grid current controller. 
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Table 8.9: The estimated power factor. 
Id[A] Distortion factor  Displacement factor Input power factor 
10 0.9978 0.9998 0.9976 
20 0.9992 0.9999 0.9991 
30 0.9996 0.9999 0.9995 
 
Fig. 8.21 shows the experimental transient waveforms for the charge operation when a step 
change in the reference direct-axis current is applied from 10 A to 20 A and the reference 
quadrature component is maintained to 0. These waveforms confirm stable operations of MMC 
and good decoupling of the direct and quadrature current controllers. 
 
Fig. 8.21: Experimental transient waveforms for a step change in id. 
8.5.3 SOC balancing during the recharge process 
For this test, the 24 Li-ion cells have been initially discharged to different SOC values in 
order to test the SOC balancing algorithm during the recharge process. The maximum SOC 
unbalancing between the cells has been set to 35%. The cells have been charged at constant 
grid current of 20 A peak and the carrier frequency is set to 2.25 kHz. Table 8.10 summarises 
the control gains used for the experiment for the PLL and the grid current control systems. 
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Table 8.10: Control gains used for experiment during the charge process. 
fn = 1 kHz 
ζ  = 0.707 
Proportional gain of PLL control k12 1.0883×103  rad/(V s) 
Integral gain of PLL control k13 4.8351×106 rad/(V s2) 
fn = 339.3195 Hz 
ζ  = 85.2803 
Proportional gain of grid current control k14 1 Ω 
Integral gain of grid current control k15 25 Ω s 
Note: The relations between the control gains and the closed loop natural frequency fn and the damping ratio ζ 
are given in Appendix C. 
 
Fig. 8.22 shows that the balancing controller equalises the SOCs of all the battery cells 
towards the same level within the first 48 minutes of the recharge process. Fig. 8.22 shows also 
the converter line-to-line voltages, the phase grid voltage at the output of the transformer and 
the grid current, measured at t = 200 s and t = 2900 s in order to demonstrate that they are not 
affected by the balancing control. The grid current is almost sinusoidal in both conditions and 




Fig. 8.22:  Experimental results during the recharge process: (a) waveforms measured at 200 
s. (b) waveforms measured at 2900 s, (c) SOCs of the 24 battery cells. 
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In summary, the chapter has experimentally verified the simulation work with the lab 
prototype of MMC with 4 SMs per arm. The experimental tests include preliminary tests on 
dead time, level shifting and sunbber circuit of each SM and then experimental tests of the 
converter under no load and static load conditions. The experimental results obtained from the 
laboratory model using 24 Li-Ion battery units have verified the effectiveness of the proposed 
SOC control method and confirmed the technical features of the converter’s topology 
presented. 
 The proposed converter has been also tested with experiments under dynamic load 
conditions to balance the battery cells and follow the new European driving cycle, showing a 
good capability of achieving cell balancing and tracking the reference speed even during the 
cell balancing. The experimental efficiency of a SM has been also compared with the 
simulations carried out for the same number of SMs at different motor speeds. Both simulated 
and experimental efficiencies show a close agreement.  
Finally, the chapter shows experimental results for the implemented PLL, the test of grid 
current controller, and the recharge control algorithm from the three-phase utility grid at 
(nearly) unity power. The results confirm that the designed PLL has a good capability of 
tracking the grid phase angle and the grid current controller has a good capability of tracking 
the reference components of the current, the results also show that the balancing controller 







Chapter 9  
Conclusion and Future Work 
 
9.1 Conclusions 
This thesis has presented a new traction converter for battery electric vehicles based on the 
topology of modular multilevel converters with embedded battery cells. This topology 
integrates the functions of the battery management system in the power converter, without the 
need of external balancing circuits. The selected converter topology enables a large flexibility 
on the design of power devices. Since the battery cells are directly connected to the dc-link of 
the submodules, the proposed MMC uses low-voltage MosFETs to take advantage of their low 
on-state resistance. The state of charge of the battery cells is balanced using a dedicated 
controller that balances the energy of the leg, arm, and cells of the converter and does not affect 
the waveforms of the output current. The proposed converter produces an extremely low 
distortion of the output current, with direct benefits for the operations as a drive and as a battery 
charger. In the first case, the motor efficiency increases with benefits on the fuel economy of 
the electric vehicle. In the second case, the grid filter can be eliminated with benefits on the 
hardware costs. 
The high number of devices can pose concerns on the proposed MMC in terms of conversion 
efficiency, but this matter has not received enough attention in the technical literature. 
Therefore, this thesis has presented an analytical method for the calculation of power losses of 
the MosFET-based MMC. The losses of the proposed converter have been compared with those 
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of a traditional two-level converters and the result has shown that the proposed converter 
presents better efficiencies at light loads, since losses are predominantly given by conduction 
losses. This suggests that the converter fits better than two-level inverter for urban use, where 
the motor is used below its full power for most of the time. 
The thesis has also investigated the stationary recharge from a three-phase ac grid. The 
recharge of the cells has been divided into a phase at constant current up to the maximum 
voltage and a phase at constant voltage up to the completion of the recharge process. The results 
show that the modular multilevel converter topology can effectively ensure the active balancing 
of the cells during the recharge without any auxiliary balancing circuit. 
The proposed converter has been tested with simulations and validated by experiments on a 
converter prototype with 4 sub-modules per arm, having line voltage of 10 V and line current 
of 50 A. The tests have demonstrated the correct operations of the converter to drive both a 
static load and an induction motor and as a battery charger. For all the different tasks, the SOC 
balancing control has been successfully verified. When the motor is set to follow the new 
European driving cycle, which is the reference cycle of electric cars, the battery cells have been 
balanced in 800 seconds starting from a 40% initial imbalance. The loss model has been also 
fully validated and has shown a converter efficiency of the experimental setup of 85% in a 
wide range of frequencies. 
The proposed converter enables a new concept of battery cells directly embedded in the 
power converter and, from the assessment of its performance and characteristics, it is a suitable 
candidate to eliminate the balancing circuits of the battery pack and improve the output 
waveforms of traditional inverters. 
167 
 
9.2 Future work 
The work of this thesis on modular multilevel converter with embedded battery cells for 
electric vehicles presents several opportunities for further research. The main avenues of future 
investigation are the following: 
 reduce the number of SMs per arm using a boost dc-dc converter to increase the 
voltage of the battery cell and evaluate the impact in terms of the additional weight of 
the boost inductors. 
 optimise the prototype to fit into a real car. This includes a more advanced 
cooling system and a thermal management of the cells. The thermal management can 
be easily included in the proposed controller, because the cells can be individually 
connected or disconnected using the half-bridge converters and keep the temperature 
within the optimal range. 
 analyse the proposed MMC with faulty operations. This includes the analysis 
of the converter with one module open or short-circuited; the evaluation of performance 
with a reduced number of working modules; the selection of proper algorithms for the 
fault determination and isolation; and the determination of the relationship between the 
type of fault, the number of faulty modules and the THD of the output currents.  
 add a voltage regulator in the controller to charge the cells at constant voltage 
up to their unity SOC when the voltage becomes equal to the maximum cell’s voltage.  
 develop a recharge algorithm for a single-phase ac supply and a dc supply using 
the same approach proposed converter. This requires the development of a new SOC 
balancing algorithm that can be derived from the proposed control valid for three-phase 
ac supply. For the single-phase ac supply, this requires also the adaptation of the PLL. 
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This new additional recharge mode will then require the development of a Simulink 

























[1] A portfolio of power-trains for Europe: a fact-based analysis, “The role of Battery Electric Vehicles, Plug-
in Hybrids and Fuel Cell Electric Vehicles”, European Hydrogens and Fuel Cell Association, 2011. 
[2] J. O. Estima and A. J. Marques Cardoso, “Efficiency analysis of drive train topologies applied to 
electric/hybrid vehicles,” IEEE Trans. Veh. Technol., vol. 61, no. 3, pp. 1021–1031, Mar. 2012. 
[3] S. D’Arco, L. Piegari, and P. Tricoli, “A modular converter with embedded battery cell balancing for electric 
vehicles”, in Electr. Sys. Aircraft, Railway and Ship Propulsion ESARS 2012, Bologna, Italy, 16-18 
Oct. 2012, pp. 1-6.  
[4] M. Daowd, M. Antoine, N. Omar, P. Van Den Bossche, and J. Van Mierlo, “Single switched capacitor 
battery balancing system enhancements,” Energies, vol. 6, no. 4, pp. 2149–2174, Apr. 2013. 
[5] L. M. Tolbert, J. N. Chiasson, K. J. McKenzie, and Z. Du, “Control of cascaded multilevel converters with 
unequal voltage sources for HEVs,” in Proc. IEEE Int. Electric Mach. Drives Conf., Madison, WI, USA, 
Jun. 1–4, 2003, vol. 2, pp. 663–669. 
[6] K. Ilves, S. Norrga, L. Harnefors, and H. -P. Nee, “On energy storage requirements in modular multilevel 
converters,” IEEE Trans. Power Electron., vol. 29, no. 1, pp. 77–88, Jan. 2014. 
[7] H. Akagi, “Classification, terminology, and application of the modular multilevel cascade converter 
(MMCC)”, IEEE Trans. Power Electron., vol. 26, no. 11, pp. 3119-3130, Nov. 2011.  
[8] K. Zhi-guo, Z. Chun-bo, L. Ren-gui, and C. Shu-kang, “Comparison and evaluation of charge equalization 
technique for series connected batteries”, in 37th IEEE Power Electron. Specialists Conf. PESC’06, Jeju, 18-
22 June 2006, pp. 1-6. 
[9] C. Karnjanapiboon, K. Jirasereeamornkul, and  V. Monyakul, “High efficiency battery management system 
for serially connected battery string”, in IEEE Int.  Symp. on Ind. Electron., ISIE 2009, Seoul, South Korea, 
5-8 July 2009, pp. 1504-1509. 
[10] W. Moore and P. J. Schneider, “A review of cell equalisation methods for lithium ion and lithium polymer 
battery systems”, in Proc. SAE 2001 World Congr., pp. 1-5, Detroit, MI, 5-8 Mar. 2001. 
[11] K. W. E Cheng, B. P. Divakar, Wu Hongjie, Kai Ding, and Ho Fai Ho, “Battery-management system (BMS) 
and SOC development for electrical vehicles”, IEEE Trans. Veh. Technol., vol. 60, no. 1, pp. 76-88, Jan. 
2011. 
[12] N. H. Kutkut, and D. M. Divan, “Dynamic equalization techniques for series battery stacks”, in 18th Int., 
1996. INTELEC ′96, Telecommunications Energy Conf., Boston, MA, 6-10 Oct. 1996, pp. 514-521. 
[13] B. Lindemark, “Individual cell voltage equalizers (ICE) for reliable battery performance”, in 13th Int. 1991, 
INTELEC '91, Telecommunications Energy Conf., Kyoto, 5-8 Nov. 1991, pp. 196- 201.  
[14] M. Daowd, N. Omar, P. Van Den Bossche, and Joeri Van Mierlo, “Passive and active battery balancing 
comparison based on MATLAB simulation”, in Proc IEEE Vehicle Power and Propulsion Conf. 
(VPPC’11), Chicago, IL, 6-9 Sep. 2011, pp. 1-7. 
[15] J. Cao, N. Schofield and A. Emadi, “Battery balancing methods: A comprehensive review”, in IEEE Vehicle 
Power and Propulsion Conf., VPPC’08, Harbin, 3-5 Sep. 2008, pp. 1-6. 
[16] K. Zhi-Guo, Z. Chun-Bo, L. Ren-Gui and C. Shu-Kang, “Comparison and Evaluation of Charge 
Equalization Technique for Series Connected Batteries”, in 37th IEEE Power Electronics Specialists Conf., 
pp. 1-6, Jeju, 18-22 June 2006.  
[17] S. Moore and P. Schneider, “A review of cell equalization methods for lithium ion and lithium polymer 
battery systems”, in SAE 2001 World Cong., Mar. 2001. doi:10.4271/2001-01-0959.  
[18] M. J. Isaacson, R. P. Hollandsworth, P. J. Giampaoli, F. A. Linkowsky, A. Salim and V. L. Teofilo, 
“Advanced lithium ion battery charger”, in 15th Annu. Battery Conf. on Applicat. and Advances, Long 
Beach, CA, USA, 11-14 Jan. 2000, pp. 193-198.  
[19] A. T. Stuart, and Wei Zhu, “Fast equalization for large lithium ion batteries”, IEEE Aerosp. Electron. Syst. 
Mag., vol. 24, no. 7, pp. 27-31, July 2009.  
[20] Xiujuan Zhang, Peide Liu, and Darui Wang, “The design and implementation of smart battery management 




[21] D. V. Cadar, D. M. Petreus and T. M. Patarau, “An energy converter method for battery cell balancing”, in 
Proc. 2010 33rd Int. Spring Seminar on Electronics Technology (ISSE), pp. 290-293, Warsaw, 12-16 May 
2010.  
[22] G. A. Kobzev, “Switched-capacitor systems for battery equalization”, in Post-graduates and Young 
Scientists, Proc. of the VI Int. Scientific and Practical Conf. of Students, MTT 2000, Modern Techniques 
and Technology, Tomsk, 2000, pp. 57–59.  
[23] C. Pascual, and P.T. Krein, “Switched capacitor system for automatic series battery equalization”, in 12th 
App. Power Electronics Conf. and Exposition, APEC '97 Conf. Proc., vol. 2, Atlanta, GA, Feb. 1997, pp. 
848-854. 
[24] C. Speltino, A. Stefanopoulou and G. Fiengo, “Cell equalization in battery stacks through state of charge 
estimation polling”, in American Control Conf. (ACC), Baltimore, MD, 2010, pp. 5050-5055.  
[25] A.C. Baughman, and M. Ferdowsi, “Double-tiered switched-capacitor battery charge equalization 
technique”, IEEE Trans. on Ind. Electron., vol. 55, no. 6, pp. 2277-2285, 2008.  
[26] A. Baughman, and M. Ferdowsi, “Double-tiered capacitive shuttling method for balancing series-connected 
batteries”, in 2005 IEEE Conf. on Vehicle Power and Propulsion, 7-9 Sep. 2005, pp. 109- 113.  
[27] P. Hong-Sun, K. Chol-Ho, P. Ki-Bum, M. Gun-Woo and L. Joong-Hui, “Design of a charge equalization 
based on battery modularization”, IEEE Trans. on Veh. Technol., vol. 58, pp. 3938-3946, 2009.  
[28] T. H. Phung, J. C. Crebier, A. Chureau, A. Collet and N. T. Van Nguyen, “Optimized structure for next-to-
next balancing of series-connected lithium-ion cells”, in 26th Annual IEEE App. Power Electronics Conf. 
and Exposition (APEC), 2011, pp. 1374-1381.  
[29] P. Sang-Hyun, K. Tae-Sung, P. Jin-Sik, M. Gun-Woo, and Y. Myung-Joong, “A new battery equalizer based 
on buck-boost Topology”, in IEEE 7th Int. Conf. on Power Electronics, 2007, pp. 962-965.  
[30] C.S. Moo, Y.C. Hsieh, I.S. Tsai, and J.C. Cheng, “Dynamic Charge Equalisation for Series-Connected 
Batteries”, in IEEE Proc. Electric Power Applications, vol. 150, no. 5, 2003, pp. 501-505.  
[31] Abusaleh M. Imtiaz, Faisal H. Khan and Haresh Kamath, “A low-cost time shared cell balancing technique 
for future lithium-ion battery storage system featuring regenerative energy distribution”, in IEEE 26th 
Annual Applied Power Electronics Conference and Exposition (APEC), Fort Worth, TX, 6-11 Mar. 2011, 
pp. 792-799.  
[32] Jong-Won Shin, Gab-Su Seo, Chang-Yoon Chun, and Bo-Hyung Cho, “Selective flyback balancing circuit 
with improved balancing speed for series connected lithium-ion batteries”, in The 2010 Int. Power 
Electronics Conf. (IPEC), Sapporo, 21-24 June 2010, pp. 1180-1184.  
[33] Markus Einhorn, Werner Roessler and Juergen Fleig, “Improved Performance of Serially Connected Li-ion 
Batteries with Active Cell Balancing in Electric Vehicles”, IEEE Transactions on Veh. Technol., vol. 66, 
no. 6, pp. 1-10, July 2011.  
[34] Kyung-Hwa Parky, Chol-Ho Kim, Hee-Keun Cho, and Joung-Ki Seo, “Design considerations of a lithium 
ion battery management system (BMS) for the STSAT-3 satellite”, Journal of Power Electronics, vol. 10, 
no. 2, pp. 210-217, March 2010.  
[35] Hong-Sun Park, Chong-Eun Kim, Chol-Ho Kim, Gun-Woo Moon and Joong-Hui Lee, “ A modularized 
charge equalizer for an HEV lithium-ion battery string”, IEEE Transactions on Ind. Electron., vol. 56, no. 
5. pp. 1464-1476, 2009.  
[36] Jingyu Yan, Zhu Cheng, Guoqing Xu, Huihuan Qian and Yangsheng Xu, “Fuzzy control for battery 
equalization based on state of charge”, in IEEE 72nd Veh. Technology Conf. Fall, Ottaw, ON, 6-9 Sep. 2010, 
pp. 1-7.  
[37] L Yuang-Shung, D. Chun-Yi, C. Guo-Tian, and Y. Shen-Ching, “Battery equalization using bi-directional 
Ćuk converters in DCVM operation”, in IEEE, 36th Power Electronics Specialists Conf., PESC '05, Recife, 
16 June 2005, pp. 765–771.  
[38] Wei Hong, Kong-Soon Ng, Jin-Hsin Hu and Chin-Sien Moo, “Charge Equalization of Battery Power 
Modules in Series”, in The 2010 Int. Power Electronics Conf., Sapporo, 21-24 June 2010, pp. 1568- 1572.  
[39] Chin-Sien Moo, Kong Soon Ng and Yao-Ching Hsieh, “Parallel operation of battery power modules”, IEEE 
Trans. on Energy Convers., vol. 23, no. 2, pp. 701-707, June 2008.  
[40] Chol-Ho Kim, Hong-Sun Park, Chong-Eun Kim, Gun-Woo Moon, and Joong-Hui Lee, “Individual charge 
equalization converter with parallel primary winding of transformer for series connected lithium-ion battery 
strings in an HEV”, Journal of Power Electronics, vol. 9, no. 3, pp. 472-480, May 2009.  
[41] S. Chakraborty, A.K. Jain, and N. Mohan, “Novel converter topology and algorithm for simultaneous 
charging and Individual cell balancing of multiple Li-ion batteries”, in 26th Annual Int. Telecommunications 
Energy Conf., 19-23 Sep.2004, pp. 248- 253.  
171 
 
[42] L. Yuang-Shung, T. Cheng-En, K. Yi-Pin and C. Ming-Wang, “Charge equalization using quasi-resonant 
converters in battery string for medical power operated vehicle application”, in The Int. Power Electronics 
Conf. (IPEC), Sapporo, 21-24 June 2010, pp. 2722-2728.  
[43] Yuang-Shung Lee, Guo-Tian Cheng, “Quasi-Resonant Zero- Current-Switching Bidirectional Converter for 
Battery Equalization Applications”, IEEE Trans. on Power Electron., vol. 21, no. 5, pp, 1213-1224, 2006.  
[44] L. Maharjan, S. Inoue, H. Akagi, and J. Asakura, “State-of-charge (SOC)-balancing control of a battery 
energy storage system based on a cascade PWM converter”, IEEE Trans. Power Electron., vol. 24, no. 6, 
pp. 1628-1636, Jun. 2009.  
[45] T. Gotwald, Z. Ye and T. Stuart, “Equalization of EV and HEV batteries with a ramp converter”, IEEE 
Trans. Aerosp. Electron. Syst., vol. 33, no. 1, pp. 307-312, Jan. 1997.   
[46] W. F. Bentley, “Cell balancing considerations for lithium-ion battery systems”, in 12th Annu. Battery Conf. 
on Applicat. and Advances, Long Beach, CA, 14-17 Jan. 1997, pp. 223-226.  
[47] C. Bonfiglio and W. Roessler, “A cost optimized battery management system with active cell balancing for 
lithium ion battery stacks”, in IEEE Vehicle Power and Propulsion Conf. VPPC’09, pp. 304-309, Dearborn, 
MI, 7-11 Sep. 2009. 
[48] B. W. Williams, “DC-AC inverters-switched mode,” in Power Electronics Devices, Drivers, Applications, 
and Passive Components, 2nd ed., McGraw-Hill, 1992. ch. 15, pp. 589-635.  
[49] Power electronics handbook devices, circuits and applications, 3rd ed., Butterworth–Heinemann, 
Burlington, MA, 2011, pp. 367-368.  
[50] M.H. Rashid, “Pulse width modulated inverters,” in Power Electronics Circuits, Drives and Applications, 
3rd ed., Upper Saddle River, USA, 2004, ch. 6, pp. 226-248.  
[51] Wei Qian, Honnyong Cha, Fang Zheng Peng, and Leon M. Tolbert, “55-kW Variable 3X DC-DC Converter 
for Plug-in Hybrid Electric Vehicles”, IEEE Trans. Power Electron., vol. 27, no. 4, pp. 1668-1678, Nov. 
2012.  
[52] S. Fan, K. Zhang, J. Xiong, and Yaosuo Xue, “An improved control system for modular multilevel 
converters featuring new modulation strategy and voltage balancing control”, in IEEE Energy Conversion 
Congr. and Expo. (ECCE), Denver, CO, 15-19 Sept. 2013, pp. 4000–4007.  
[53] Power electronics handbook devices, circuits and applications, 3rd ed., Butterworth–Heinemann, 
Burlington, MA, 2011, pp. 455-460.  
[54] A. Nabae, I. Takahashi, and H. Akagi, “A new neutral-point clamped PWM inverter,” IEEE Trans. Ind. 
Appl., vol. IA-17, no. 5, pp. 518–523, Sep./Oct. 1981.  
[55] L. M. Tolbert, F. Z. Peng, and T. G. Habetler, “A multilevel converter based universal power conditioner,” 
IEEE Trans. Ind. Appl., vol. 36, no. 2, pp. 596–603, Mar./Apr. 2000.  
[56] L. M. Tolbert, F. Z. Peng, and T. G. Habetler, “Multilevel inverters for electric vehicle applications,” in 
IEEE Workshop on Power Electronics in Trans., WPET, Dearborn, MI, Oct. 22–23 1998, pp. 1424–1431.  
[57] R. W. Menzies and Y. Zhuang, “Advanced static compensation using a multilevel GTO thyristor inverter,” 
IEEE Trans. Power Del., vol. 10, no. 2, pp. 732–738, Apr. 1995.  
[58] F. Z. Peng, J. S. Lai, J.W.McKeever, and J. VanCoevering, “Amultilevel voltage-source inverter with 
separate DC sources for static var generation,” IEEE Trans. Industry Applications, vol. 32, no. 5, pp. 1130–
1138, September 1996.  
[59] F. Z. Peng and J. S. Lai, “Dynamic performance and control of a static var generator using cascade multilevel 
inverters,” IEEE Trans. Ind. Appl., vol. 33, no. 3, pp. 748–755, May 1997. 
[60] F. Z. Peng, J. W. McKeever, and D. J. Adams, “A power line conditioner using cascade multilevel inverters 
for distribution systems,” in Conf. Record – IEEE Industry Applicat. Society Thirty-2nd Annu. Meeting, vol. 
2, New Orleans, LA, 5-9 Oct. 1997, pp. 1316–1321. 
[61] F. Z. Peng, J. W. McKeever, and D. J. Adams, “Cascade multilevel inverters for utility applications,” in 
Proc. 23rd Int. Conf. on Ind. Electronics, Control, and Instrumentation, vol. 2, New Orleans, LA, 12-14 
Nov. 1997, pp. 437–442. 
[62] G. Joos, X. Huang, and B. T. Ooi, “Direct-coupled multilevel cascaded series var compensators,” in Conf. 
Record – IEEE Industry Applicat. Society 32nd Annu. Meeting, vol. 2, New Orleans, LA, 5-9 Oct. 1997, pp. 
1608–1615. 
[63] L. M. Tolbert, F. Z. Peng, T. Cunnyngham, and J. N. Chiasson, “Charge balance control schemes for 
multilevel converter in hybrid electric vehicles,” IEEE Trans. Ind. Electron., vol. 49, no. 5, pp. 1058–1065, 
Oct. 2002. 
[64] M. D. Manjrekar and T. A. Lipo, “A hybrid multilevel inverter topology for drive applications,” in IEEE 
App. Power Electronics Conf., vol. 2, Anaheim, CA, 15-19 Feb. 1998, pp. 523–529. 
172 
 
[65] M. D. Manjrekar and T. A. Lipo, “A generalized structure of multilevel power converter,” in IEEE Conf. 
Power Electronics, Drives, and Energy Systems, vol. 1, PEDES, Australia, 1-3 Dec. 1998, pp. 62–67. 
[66] C. Hochgraf, R. Lasseter, D. Divan, and T. A. Lipo, “Comparison of multilevel inverters for static var 
compensation,” in Conf. Record – IEEE Industry Applicat. Society 29th Annu. Meeting, vol. 2, Denver, CO, 
2-6 Oct. 1994, pp. 921–928. 
[67] J. S. Lai and F. Z. Peng, “Multilevel converters – a new breed of power converters,” IEEE Trans. Ind. App., 
vol. 32, no. 3, pp. 509–517, May 1996.  
[68] K. Corzine and Y. Familiant, “A new cascaded multilevel H-bridge drive,” IEEE Trans. Power Electron., 
vol. 17, no. 1, pp. 125–131, Jan. 2002.  
[69] M.H. Rashid, “multilevel inverters,” in Power Electronics Circuits, Drives and Applications, 3rd ed., Upper 
Saddle River, USA, 2004, ch. 9, pp. 408-419.  
[70] T. A. Meynard and H. Foch, “Multi-level conversion: high voltage choppers and voltage-source inverters,” 
in IEEE Power Electronics Specialists Conf., vol. 1, Toledo, 29 June-3 Jul. 1992, , pp. 397–403.  
[71] R. Marquardt and A. Lesnicar, “A new modular voltage source inverter topology,” presented at the Rec. 
Eur. Conf. Power Electr. Appl. [CDROM], Toulouse, France, 2003. 
[72] B. Gemmell, J. Dorn, D. Retzmann, and D. Soerangr, “Prospects of multilevel VSC technologies for power 
transmission,” in Proc. Rec. IEEETDCE, Chicago, IL, 2008, pp. 1–16. 
[73] H. Akagi, “Medium-voltage power converters and motor drives,” presented at the Rec. Eur. Center Power 
Electron. [CD-ROM], Zurich, Switzerland, Mar. 2009. 
[74] M. Hiller, D. Krug, R. Sommer, and S. Rohner, “A new highly modular medium voltage converter topology 
for industrial drive applications,” in Proc. Rec. EPE [CD-ROM], Barcelona, 2009, p. 1-1-0. 
[75] M. Hagiwara, K. Nishimura, and H. Akagi, “A medium-voltage motor drive with a modular multilevel PWM 
inverter,” IEEE Trans. Power Electron., vol. 25, no. 7, pp. 1786–1799, Jul. 2010. 
[76] A. J. Korn,M.Winkelnkemper, and P. Steimer, “Low output frequency operation of the modular multilevel 
converter,” presented at the Rec. IEEE Energy Conversion Congress and Exposition (ECCE) [CD-ROM], 
Atlanta, USA, 2010, pp. 3993–3997. 
[77] M. Quraan, T. Yeo, and P. Tricoli, “Design and control of modular multilevel converters for battery electric 
vehicles”, IEEE Trans. Power Electron., vol. 31, no. 1, pp. 507-515, Jan. 2016.  
[78] S. D’Arco, L. Piegari, and P. Tricoli, "Power and balancing control considerations on modular multilevel 
converters for battery electric vehicles," in 15th European Conf. on Power Electron. and Applicat. (EPE), 
Lille, 2-6 Sept. 2013, pp.1-9.  
[79] S. D’Arco, L. Piegari, M. S. Quraan, and P. Tricoli, "Battery charging for electric vehicles with modular 
multilevel traction drives," in 7th IET Int. Conf. on Power Electron., Mach. and Drives (PEMD 2014), 
Manchester, 8-10 April 2014, pp.1-6.  
[80] G. Ding, M. Ding, and G. Tang, “An innovative modular multilevel converter topology and modulation 
control scheme for the first VSC-HVDC project in China”, in 16th Power System Computation Conf. 
(PSCC), Glasgow, Scotland, 14-18 Jul. 2008, pp. 1-8.  
[81] G.S. Konstantinou, M. Ciobotaru , and V.G. Agelidis, “Operation of a modular multilevel converter with 
selective harmonic elimination PWM”, in IEEE 8th Int. conf. on Power Electron. and ECCE Asia (ICPE and 
ECCE), Jeju, Korea, 2011, pp. 999-1004.  
[82] L.M. Tolbert, and T.G. Habetler, “Novel multilevel inverter carrier-based PWM methods”, in Proc. IEEE 
IAS Annu. Meeting, Ind. Applicat. Conf. St. Louis, Missouri, vol. 2, 12-15 Oct. 1998, pp. 1424-1431.   
[83] C. Feng, and V.G. Agelidis, “On the comparison of fundamental and high frequency carrier-based PWM 
techniques for multilevel NPC inverters”, in IEEE 33rd Annu. Power Electron. Specialists Conf., vol. 2, 
2002, pp. 520-525.  
[84] J.K. Steinke, “Switching frequency optimal PWM control of three-level inverter”, IEEE Trans. Power 
Electron., vol. 7, no. 3, pp. 487-496, Jul. 1992.  
[85] D. W. Novotny and T. A. Lipo, “Introduction to AC drives,” in Vector control and Dynamics of AC Drive, 
1st ed., New York, USA, 25 Jul. 1996. ch. 1, sec. 8, pp. 18-25.  
[86] The industrial electronics handbook: Power electronics and motor drives,” in DC-AC converters, CRC Press 
Taylor & Francis Group, 2nd ed., Boca Raton, FL, 28 Feb. 2011, pp. 14.19-14.20.  
[87] D. Zhang, Y. Ma and W. Bai Qing, “Estimation of lithium-ion battery state of charge,” in control conf. 
(CCC), Yantai, 22-24 July 2011, pp. 6256-6260.  
[88] V. Ramanarayanan and D.J. Deepti, “State of charge of lead acid battery”, in India int. conf., Chennai, 19-
21 Dec. 2006, pp. 89-93.  
173 
 
[89] O. Tremblay, and L.A. Dessaint, “Experimental validation of a battery dynamic model for EV applications”, 
in EVS24 Int battery, hybrid and fuel cell electric vehicle symposium, World Electric Vehicle Journal 3, 
Stavanger, Norway, vol. 3, May 2009. doi: 10.1016/j.ast.2015.05.009.   
[90] Toshiba Corporation, Estimating Electronic Equipment Failure Rates Using MILHDBK-217, [online].     
Available: http://www.toshiba.semicon-storage.com/ap-en/design-
support/reliability/device/estimation/1271283.html (accessed 16.04.2013).  
[91] D.J. Deepti, and V. Ramanarayanan, “State of charge of lead acid battery”, in India Int. Conf. Power 
Electron., pp. 89-93, 19-21 Dec. 2006, Chennai, India.  
[92] P. Moss, G. Au, E. Plichta, and J. P. Zheng, “An electrical circuit for modeling the dynamic response of Li-
Ion polymer batteries,” Journal of The Electrochemical Society, pp. A986–A994, Oct. 2008.  
[93] F. Feng, R. Lu, and C. Zhu Moo, “A combined state of charge estimation method for lithium-ion batteries 
used in a wide ambient temperature range,” Energies, vol. 7, pp. 3004-3032, May 2014.  
[94] K. S. Ng, C. S. Moo, Y. P. Chen Y. C. Hsieh, “Enhanced coulomb counting method for estimating state-of-
charge and state-of-health of lithium-ion batteries,” Appl. Energy, vol. 86, no. 9, pp. 1506–1511, 2009. 
[95] E. Kim, K. G. Shin, and L. Jinkyu, “Real-time battery thermal management for electric vehicles,” in of 
ACM/IEEE Int. Conf. Cyber-Physical Syst, (ICCPS), Berlin, Germany, 14-17 Apr. 2014, pp. 72-83.  
[96] Minglei Zhou, Kekang Wei, Chenchen Wang, Xiaojie You, Jian Wang and Liwei Zhang , “A Rotor flux 
oriented scheme of induction machine based on voltage controller”, in The 5th IEEE Conf. Ind. Electron. 
and Appl. (ICIEA), Taichung, 15-17 Jun. 2010, pp. 744-748.  
[97] G.P. Adam, O. Anaya-Lara, G.M. Burt, D. Telford, B.W. Williams, and J.R. McDonald, “Modular 
multilevel inverter: pulse width modulation and capacitor balancing technique”, IET Power Electron., vol. 
3, no. 5, pp. 702-715, Sep. 2010.  
[98] Se-Kyo Chung, “A phase tracking system for three phase utility interface inverters”, IEEE Trans. Power 
Electron., vol. 15, no. 3, pp. 431-438, May 2000.  
[99] A. Lesnicar, and R. Marquardt, “An innovative modular multilevel converter topology suitable for a wide 
power range”, in IEEE Bologna Power Tech. Conf. ,vol. 3, Bologna, Italy, 23-26 Jun. 2003, pp. 1-6.   
[100] M.H. Rashid, “The Power MOSFET,” in Power Electronics Circuits, Drives and Applications, 3rd ed., 
Upper Saddle River, USA, 4 Aug. 2004. ch. 4, sec. 3, pp. 137-144.  
[101] M. Quraan, P. Tricoli, D’Arco, and L. Piegari “Efficiency assessment of modular multilevel converter for 
battery electric vehicles”, IEEE Trans. Power Electron., accepted for publication, DOI: 10.1109/ 
TPEL.2016.2557579. 
[102] M. H. Bierhoff, and F. W. Fuchs, “Semiconductor losses in voltage source and current source IGBT 
converters based on analytical derivation”, in Power Electron. Specialists Conf., 2004. PESC 04. 2004 35th 
Annu., vol. 4, 2004, pp. 2836-2842.  
[103] Infineon, “IGBT-Module,” FZ300R12KE3G datasheet, Oct. 2013.  
[104] International Rectifier, “HEXFET Power MOSFET,” AUIRFS8409-7P datasheet, Apr. 2013.  
[105] Carinf, “Nissan Leaf ZE0 (2010) - technical specifications,” carinf.com, 2010. [Online]. Available: 
http://www.carinf.com/en/9e60422878.html. [Accessed Aug. 24, 2015].  
[106] J. Chiasson, and B. Vairamohan, F.Z. Peng, L.M. Tolbert, “Estimating the State of Charge of a Battery”, 
IEEE Trans. Control System Tech., vol. 13, no. 3, pp. 465-470, Apr. 2005.  
[107] T. J. Barlow, S. Latham, I. S. McCrae, and P. G. Boulter, “The driving cycles,” in A reference book of 
driving cycles for use in measurement of road vehicle emissions, 3rd ed., 2009, ch. 2, pp. 6-12. 
[108] J. Yun, T. Yeo, and J. Park, “High Efficiency Active Cell Balancing Circuit with Soft Switching Technique 
for Series-Connected Battery String”, in 28th IEEE App. Power Electron. Conf. and Exp. (APEC), Long 
Beach, CA, 17-21 March 2013, pp. 3301-3004. 
[109] greentransportation.info, Renault's 43 kilowatt fast charge system for ZOE and other electric cars, [online]. 
Available: http://greentransportation.info/ev-charging/fast-charging/renault-43-kw-ac-fast-charge html 
[110] H. Akagi, Y. Kanazawa, and A. Nabae, “Instantaneous reactive power compensators comprising switching 
devices without energy storage components,” IEEE Trans. Ind. Appl., vol. IA-20, no. 3, pp. 625–630, 
May/June 1984. 
[111] S. Barcellona, M. Brenna, F. Foiadelli, M. Longo, L. Piegari: “Analysis of Ageing Effect on Li-Polymer 
Batteries”, The Scientific World Journal, vol. 2015, Article ID 979321, 8 pages, 2015. 
doi:10.1155/2015/979321 
[112] N. Mohan, “Design of switching power-poles,” in First Course on Power Electronics and Drives, 1st ed., 
USA, 2003, ch. 2, pp. 2.2-2.3. 
[113] J. S. Chitode, “Power semiconductor devices,” in Power Electronics, 4th ed., India, 2009. ch. 1, pp. 99-103. 
174 
 
[114] M. H. Rashid, “Gate drive circuits,” in Power Electronics Circuits, Devices and Applications,” 3rd ed., 2004, 
ch. 17, pp. 761-763. 
[115] B. W. Williams, “Protction diodes-transistors, and thyristors,” in Power Electronics Devices, Drivers, 
Applications, and Passive Components, 2nd ed., McGraw-Hill, 1992. ch. 8, pp. 270-278. 


















































Appendix A Equations of Control Parameters 
A.1 Derivation of the term SOCkt(𝒛) − SOCkb(𝒛) in (4.12) 










  (A.1) 

















  (A.2) 















  (A.3) 
A.2 Derivation of the term SOCk(𝒛) in (4.12) 
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which can be represented in z-domain as: 
   .cos
4
1














  (A.6) 
A.3 Derivation of the term Icir,k(z) in (4.12) 
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  (A.5) 
A.4 Control parameters in (4.23) 
 .
2
     ;
2
     ;
1









































aa   (A.7) 
 .
8











bb   (A.8) 
 .1
2
     ;
4
2

















































   (A.10) 
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   (A.20) 
A.7 Control parameters in (4.49) & (4.56)  
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Appendix B Derivations 









































































































































































































































































































































































































































































































































































   
181 
 
B.3 Derivation of equation (5.13) 
To eliminate the tripled harmonics from the MMC output waveforms, the modulation 
frequency should be adjusted to be an odd number multiplied by 3. This means z is odd number 


















, )/2sin(2)/2sin(   (B.3) 
Using the Euler’s formula and some trigonometric identities, the summation term, y, can be 





















































































































































































































































































































































































































































































































































































B.4 Derivation of equation (6.2) 







vvvmE   (B.7) 
where vv is the linear speed of the EV in [m/s], which can be expressed in terms of angular 
velocity of a flywheel, ωf, as: 
 Dv fv 2
1
  (B.8) 




 rf   (B.9) 
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Appendix D LabVIEW FPGA Programs 
Fig. D. 1 shows the LabVIEW FPGA program that has been used to drive the induction 
motor using the proposed converter and the cell balancing control while Fig. D. 2 shows the 
LabVIEW FPGA programs of the charge process control system including both grid current 
and cell balancing control systems. Fig. D. 1 shows the case structures that have been used for 
the individual SOC cell balance.  
Some data has been transferred between the FPGA and the real-time processor within the 
CompactRIO embedded system for real-time (RT) control, analysis, and data logging (i.e. 
sorting the cells according to their SOC in descending order and the data logging of SOCs) as 





































Fig. D. 5: LabVIEW program of the charge process control (RT target). 
